PHILIPS

MAS LEDtube 1500mm

HO 26W 840 T5

929001908902

PHILIPS

MASTER, LEDtube, T5, 230V, 1500 mm, 26 W,
49W TL5 HO, 4000 K, 3900 Im, CRI 80, 60000 t

MASTER, LEDtube, T5, 230V, 1500 mm, 26 W, LED alternative to 49W TL5 HO, 4000 K, 3900
Im, CRI 80, 60000 t, 150 Im/W, EEL D, G5, Glas, 1500 mm, RGO, SDCM 6, PF 0.92, IP20, SVM

0.4, PstLM 1

Generelle oplysninger

Fod

Normeret levetid
Skiftecyklus

Lighting Technology
Lysstremsmalingsreference

Garantiperiode

Lysteknisk

Farvekode
Spredningsvinkel (nom.)
Lysstream
Farvebetegnelse

Korreleret farvetemperatur
(nom.)

Lyseffekt (nominel) (nom.)
Farveensartethed

Farvegengivelsesindeks (CRI)

G5
60.000 t
200.000
LEDtube
Sphere

5ar

840 [CCT of 4000K]
200 °

3.900 Im

Kold hvid (CW)
4000 K

150 Im/W
<6
80
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LLMF ved den nominelle levetids
udlgb (nom.)

Photobiological safety according
to EN 62471

Drift og el

Linjefrekvens
Indgangsfrekvens
Stremforbrug

Lyskildens stremstyrke (nom.)

Opstartstid (nom.)

Opvarmningstid til 60 % lyseffekt

Effektfaktor (brak)
Spaending (nom.)

LED alternative to fluorescent
lamp power

Startstrem ved lysnettet

70 %

RGO

50 to 60 Hz
50 til 60 Hz
26 W

125 mA
0,5s

05s

0.92
220-240V
49W TL5 HO

20

Maks. lampenr. pa MCB B type 10 31

A - Netspanding

Maks. lampe nr. pa MCB B type
10A - EM ballast uden
kompensationskondensator.

O->>
S
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Maks. lampe nr. pa MCB B type -
10A - EM ballast med
kompensationskondensator.

Maks. lampenr. pad MCB B type 16 50
A - Netspaending

Maks. lampe nr. pd MCB B type -
16A - EM ballast uden
kompensationskondensator.

Maks. lampe nr. pd MCB B type -
16A - EM ballast med
kompensationskondensator.

Forkoblingskompatibilitet 230V
Temperatur
T-kappe, maks. (nom.) 65 °C

Lysstyringssystemer og daeempning

Daempbar Nej

Mekanik og armaturhus

Paere finish Matteret
Lyskildemateriale Glas
Produktleengde 1.500 mm
Lyskildeform T5
Nettovaegt (stykke) 0,285 kg

Godkendelse og anvendelsesomrade

Energieffektivitetsklasse D
Energibesparende produkt Ja
Malskitse
A3
-t Ll
A2
B
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Lol e | - S|
olo ‘ |
| ]a H;(' LB
I b4
0l b2 Al A2 |
15 5rmen imm | 148mm | 1456mm 1463mm |
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Godkendelsesmaerkninger
Energiforbrug kwh/1000 t.
EPREL registreringsnummer
CE-meerke

EU RoHS-godkendt
Flimmerveerdi (PstLM)

Veerdi for stroboskopisk effekt
(SVM)

Omgivelsestemperaturomrade

RoHS-overensstemmelse
26 kWh

1476415

Ja

Ja

1

0,4

-20 til +45 °C

Anvendelsesbetingelser

Tradlgs teknologi

Produktdata

Ordreproduktnavn
Det fulde produktnavn

Full EOC

Beskrivelse af lokal kode
Ordrekode

Materialenr. (12NC)
Lokal ordrekode

Teeller - antal pr. pakke
EAN/UPC - Produkt/A&ske

Teeller - antal pakker pr. kasse
(udvendig emballage)

EAN/UPC - kasse

Product D1 D2

MAS LEDtube 15,5 171
1500mm HO 26W  mm mm

840 T5

Ikke relevant

MAS LEDtube 1500mm HO 26W
840 T5

MAS LEDtube 1500mm HO 26W
840 T5

871869681931900
2057809249
929001908902
929001908902
2057809249

1

8718696819319
10

8718696819326

Al A2 A3

1.449 1.456 1.463
mm mm mm

registrerede til at aendre



Fotometriske data

General Uniform Lighting

T5 26W 4000K 9290019089

13900 Im

1x

UGR disgram

CalcuLuX Photometrics 4.5

Phiips Lighting B.V.

Page: 111

General uniform lighting - MAS LEDtube 1500mm HO 26W 840

T5
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Spectral Power Distribution Colour - MAS LEDtube 1500mm HO

26W 840 T5
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Relaterede dokumenter
Dokumenter og certifikater Dokumentnavn Download
Environmental Product Declaration HUB-EPD-Philips-MASTER-LEDtube-Mains-T5-Ref-929001908902- Download dl
EPD.pdf
Installation Instructions LEDtube_MAS_HO_Installation_Guide-INI.pdf Download
Software plug-ins Dokumentnavn Download
IES File LEDtube_HO_1400mm_26W_G5_840_3900Im-IES.ies Download
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https://www.assets.signify.com/is/content/Signify/HUB-EPD-Philips-MASTER-LEDtube-Mains-T5-Ref-929001908902-EPD
https://www.assets.signify.com/is/content/Signify/LEDtube_MAS_HO_Installation_Guide-INI
https://www.docs.signify.com/assets/IES/LEDtube_HO_1400mm_26W_G5_840_3900lm-IES.ies

