HO07Z1-U / EQ / NOVL® 70
Ledninger i flexror
Pre-wired conductors

NI [AY

Standard:
Standard:

Konstruktion:
Construction:

1 Kobberleder, kl. 1 EN 60228
Copper conductor, cl. 1 EN 60228

2 Isolation, halogenfri compound
Insulation, halogen-free compound

3 Flexrar
Flexible tubes

Anvendelse:
Application:

Halogenfri, flexrer med ledninger benyttes til bade synlig og skjult installation. Kan indstebes i beton, dog ikke vibreret beton.
Flexrer mé ikke udsaettes for direkte sollys og lederisolering skal beskyttes mod direkte UV-lys, der kan opsta i lysarmatur
ogbelysningsskilte. NOVL er registreret i databasen for byggeprodukter, som kan anvendes i Svanemeerket byggeri.

Flexible tubes with pre-wired conductors for open and enclosed installation. Can be embedded in concrete, exept vibrated concrete. The tube
should not be exposed to direct sunlight and the conductor insulation shall be protected against UV light occuring from lighting fixtures and
lighting signs. NOVL is registered in the Building Materials Database and can be included in a Nordic Swan Ecolabelled building.

Egenskaber:

Properties:

Maerkespaending 450/750 V Max. ledertemperatur 70 °C
Rated voltage Conductor temperature

Provespeending 2 kV AC Max. kortslutningstempe- 160 °C
Test voltage ratur

Max. drifttemperatur 70°C Min. bending radius

Operating temperature Max. tilladeligt traek 50 N/mm? v/treek i lederen
Brandklasse D.,-s2,d2, a2 Max. pulling force 50 N/mm? on conductors

Operating temperature
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Leder identifikation med jord (G)
Core with protecting earth (G)

3-leder: Grgn/gul, bla, brun

3-cores: Green/yellow, blue, brown

4-leder: Grgn/gul, bla, brun, sort

4-cores: Green/yellow, blue, brown, black
5-leder: Gren/gul, bla, brun, sort, gra
5-cores: Green/yellow, blue, brown, black, grey

Tekniske data (G):
Technical data (G):

Dimension Levering Rgrdimension Ca. vagt
No. of cores and cross-sec- Delivery Tube diameter Cable mass approx.
tion

m mm kg/km
3G1,5 Rg 100 16 11,5
3G1,5 QA 200 16 42
5G1,5 Rg 100 16 15,6
5G1,5 Qa 200 16 52
3G2,5 Rg 100 16 15,4
3G2,5 QA 200 16 52
5G2,5 RG 100 20 24,6
5G2,5 QA 200 20 47

El-nr.
Product number

30 32 301 473

3032 301 570

30 32 301 486

30 32 301 583

30 32 312 051

30 32 301 596

30 32 301 499

3032 301716

EAN-nr.
EAN-nr.
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NKT® er et registreret varemaerke ejet af NKT. Ophavsretten i dette dokument tilherer NKT pa tidspunktet for udgivelse. Informationen i dokumentet er alene
informativ og indeholder sdledes ingen bindende forpligtelser eller erklaeringer og ingen garantier.

NKT® is a registered trademark of NKT. © The copyright of this document is vested in NKT. All rights reserved at the time of issuance. This data was prepared
for informational purposes only and does not contain any representations, legally binding declarations or guarantees.
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