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Automatic reactive power controller

PR-2D Series

CodeCode PR-2D TypePR-2D Type P.V.P. / UndP.V.P. / Und
REG03DPR2500000 PR-2D 3 Steps 234,85

REG06DPR2500000 PR-2D 6 Steps 264,47

REG12DPR2500000 PR-2D 12 Steps 300,46

Technical CharacteristicsTechnical Characteristics

Voltage supply....................................230 V 
Voltage measurement.......................110-690 V 
Frequency...........................................50-60 Hz 

 Mechanical CharacteristicsMechanical Characteristics

Front panell............................................ 144 x 144 mm 
Mounting aperture................................ 138 x 138 mm 
Depth...................................................... 95 mm 
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Dimensions

Current Transformer.........................x/5 A 
C/K setting..........................................Automatic ajustement, 
.............................................................allows re-adjustements 
.............................................................between 0,05 and 0,95 
Cos ϕ setting......................................0.85 IND a 0.95 CAP 
Cos ϕ indicator..................................Digital 
Tendendy indicator............................luminous indicator 
Capacitor status.................................luminous indicator 
Measurement system.......................A1 - Automatic, 
.............................................................A2-Semiautomatic, 
.............................................................A3 - Manual 
Visualization.......................................Secondary signal T.I. 
Connect time......................................10 to 20 sec. 
Programing.........................................1:1:1; 1:2:2; 1:2:4; 
.............................................................1:1:2; 1:1:2:2:4 
Manual connection pulsers.............4 seg 
Number of steps...............................3,6 and 12

Mounting................................................ Brackets 
Real connection..................................... Plug-in connector 
Protection............................................... IP 41 
Temperature........................................... -10 + 60 ºC 
Weight..................................................... 1,25 Kg
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Automatic reactive power controller

PR-5D Series

CodeCode PR-2D TypePR-2D Type P.V.P. / UndP.V.P. / Und
REG07DPR5500000 PR-5D 7 Steps 176,00
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Dimensions

Automatic reactive power controller

PR-8D Series

Technical CharacteristicsTechnical Characteristics

Voltage supply........................................ 380...415 Vac 
Frequency............................................... 50-60 Hz 
Cos ϕ....................................................... 0.8 IND...0.80 CAP 
Cos ϕ indicator ..................................... Digital 
Tendendy indicator............................... Luminous indicator 
Capacitor status.................................... Luminous indicator 
Connect time......................................... 5...240 seg. 
Programing............................................ 1:1:1; 1:2:2; 1:2:4:4; 
................................................................ 1:2:4:8; 
Number of steps................................... 5, 7

 Mechanical CharacteristicsMechanical Characteristics

Front panell............................................ 96 x 96 mm 
Mounting aperture................................ 91 x 91 mm 
Depth...................................................... 65 mm 
Protection............................................... IP 54 
Mounting................................................ Brackets 
Real connection..................................... Plug-in connector 
Temperature.......................................... -20 + 60 ºC 
Weight.................................................... 440...460 g
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CodeCode PR-2D TypePR-2D Type P.V.P. / UndP.V.P. / Und
REG06DPR8500000 PR-8D 6 Steps 150,00

REG12DPR8500000 PR-8D 12 Steps 180,00

Technical CharacteristicsTechnical Characteristics

Supply voltage.........................................(phase-neutral) 220
VAC 
Rang of operation...................................(0.8-1.1) x Un 
Frequency................................................50Hz 
Power consumption...............................<1 VA 
Contact’s current....................................Máx. 3 A / 240 VCA 
Current meaurement rang....................0.1 - 6 A CA 
Display rang............................................0.00-1.00Ind. y Cap. 
Min. time of connection 
& disconnection.....................................50 mA 
Accuracy..................................................1% +- dígito 
Ratio of current transformer................5/5...10000/5 A 
Max. time of connection 
& disconnection....................................10...60 s 
Min. time of connection 
& disconnection................................... 2...10 s 
Value of IND. P.F. adjustment..............10%...50% 

 Mechanical CharacteristicsMechanical Characteristics

Protection dig......................................... IP 20 
Protection dig. of contacts.................... IP 00 
Amtient temp......................................... -5ºC...+50ºC 
Humidity................................................. 15%...95% 
Type of installation................................. Panel mounting 
Dimensions............................................ 144x144x40 mm
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Dimensions

Value of CAP. P.F. adjustment..............5%...50% 
Display...................................................LED of 4 digit

PRODUCTS
Three phase capacitors
Automatic Capactiros Banks
Protected capacitors
Reactances
Voltage transformers
Accesories
Pf Controllers & Energy Meters
Lighting & Motor Run Capacitors
Medium Voltage
Polyurethane Resin
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Tel : + (34) 916 916 612 
Fax: + (34) 916 912 257 
e-mail : info@rtr.es
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