astron

Electronics

Model Specification

FQDQ200A 150-500 200

FQDQ300A 150-500 300 !
357x130%160

FQKQ400A 150-500 400 :ﬂ E:

FQDQ500A 150-500 500

1n|
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Single Phase Shown
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Type

FQD100A

FQD150A

FQD200A

FQD250A

FQD300A

FQD400A

FQDS500A

Type

FQS100A

FQS150A

FQS200A

FQS250A

FQS300A

FQS400A

FQS500A

FQSG600A

Nominal Current

(Amps DC)

100

150

200

250

300

400

500

Nominal Current

(A)

100

150

200

250

300

400

500

600

Peak Current

(Amps DC)

2600

2600

2600

=600

2600

=600

2600

Peak Current

(A)

2600

=600

=600

=600

=600

2600

2600

2600

Leakage Current

(mA)

Leakage Current

Forward Voltage Rated Voltage Temp Rise

V)

150

150

150

150

150

150

150

(°C)

Mount

(N.m.)

212.5

212.5

212.5

=212.5

=212.5

=212.5

212.5

Airflow

(m/s)

3.0

3.0

3.0

3.0

3.0

3.0

3.0

Forward Voltage |Rated Voltage| Temperature |Mounting ~Air

%

<1.30

<1.30

<1.35

<1.35

<1.35

<1.40

<1.40

<1.45

V)

150

150

150

150

150

150

150

150

rise

(°C)

Torque

(N.Mm.)

212.5

212.5

=212.5

=212.5

212.5

212.5

212.5

212.5

speed

(m/s)

3.0

3.0

3.0

3.0

3.0

3.0

3.0

3.0
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* Power Semiconductors
¢ Electrical Measurement
* Process Control

Web: www.fastron.com.au
Email: sales@fastron.com.au
Telephone: + 61- 3 - 97635155
Facsimile: + 61- 3 - 97635206





