
SURFACE MOUNTED (INO) 
COMPACT DISTRIBUTION BOARDS

 

Degree of protection ..................

Insulation class ............................

Colour ............................................

Double insulation ........................

Standard ........................................

Installation temperature ............

Glow wire test ..............................

4G ......................

8G ......................

12PT ..................

24PT ..................

36PT ..................

2x4

2x8

2x10

2x15

2x15

4PE / 4N

8PE / 10N

10PE / 10N

15PE / 15N

15PE/ 15N

IP65

II

RAL 7035

IEC 60670-1, IEC 60670-24 

20° / +60° C

650° C

NUMBER OF PE-N TERMINALS

A B C D E F Pde

Max. allowed power losses when 

max. number of devices are installed
Type No. of modules

INO-4G

INO-8G

INO-12PT

INO-24PT

INO-36PT

201 mm4

8

12

2 x 12

3 x 12

201 mm

259 mm

384 mm

508 mm

128 mm

202 mm

319 mm

319 mm

319 mm

120 mm

120 mm

144 mm

144 mm 125 mm

125 mm144 mm

78 mm

100 mm

210 mm

210 mm

210 mm

111 mm

140 mm

130 mm

255 mm

380 mm

10 W

13 W

16 W

24 W

36 W

–

–

–

DIMENSION

E C

B

A D F
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