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Ordering Code:

A40 =40 Amp @ 40 Deg C (32 Amp @ 50 Deg C)
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FY3-A40-V4-WO0

WO = Without External Control Panel
Outline & Installation Dimensions

Three Phase Primary SCR Controller
Features:

Voltage/Current or POT input

No Calibration Required

Digital On Screen Menu

Voltage Control, Current Control,

Power Control as Standard

Selectable Burst Or Phase Control

Panel Mount

V2 = 230VAC, V4 = 400VAC

. . {mm)
{mm) ({mm) Installation ) (kg)
, ; . Installation .
Dimension (mm) hole position (mm) Weight (kg)
Rated current aperture
{mm)
H W D A B
2 5.1
L 260 197 248
40~ 100A 145 110 oh 55
150~200A 320 244 308 0
250 152
A 405 207 290 170 387
300—~350A " 17
400~450A 312 270 b 26
435 320 416
500~ 600A 367 320 28
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FY3 Series

INPUT

Control Range

Maximum Supply Voltage
OUTPUT

Load voltage range

Load current

GENERAL

Weight

Operating Temperature
Certification
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Three Phase Primary SCR Controller

0-10VDC/0-20mA/POT 5K-500K
230VAC (+ 10%)

400VAC, 500VAC, 690VAC (+ 10%)
20A,40A,60A,80A,100A,160A,200A,250A,300A,
350A,400A,500A,600A

3,3.5,4.2,8.5,9,11kg

(-)20°Cto 50°C
CE
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