Metering Solutions

Nominal Input Current |,
Maximum Input Current

Measurement Range
Output Signal

Range Selection
Ripple

Typical Accuracy
Maximum Error
Accuracy at 1000Hz
Load Impedance
Frequency Range
Safety Class
Dielectric Strength
Temperature Range
Max Working Voltage

Clamp-on Current Transformer
MODEL M4.3D

3range
50, 100, 200A/1 Vdc

SPECIFICATION

200 Amp continuous

250 Amps continuous

2 Amp to 240 Amp

50, 100 or 200 Amp = 1 Volt dc
Integral switch

<1.5%

+1% Reading + 0.25% Full Scale
+1% Reading = 0.5% Full Scale 5%l, to 120%l,
Not specified

100 kOhm minimum

40Hz to 60Hz

Class Il per IEC1010-1

3000 Volt 50Hz for 1 minute
-10°C to +50°C

600 Volts rms
1000 Volt rms

bare conductor
isolated conductor

Jaw aperture 15 x 17 mm
Dimensions 123 x 42.5 x 23.5 mm
Weight 188 grams

Colour Grey

Output 4 mm Safety Sockets

Special Features

TYPICAL TEST RESULTS
(Measured at 50Hz with a burden of 100 kOhm) *

Jaws lock when closed

Amplitude Error
50 Amp 100 Amp 200 Amp
% FS % R % FS %R | %FS % R
3.0 -0.45 -7.5
6.25 -0.30 -2.4 -0.35 -5.6
12.5 -0.30 -1.2 -0.30 -2.4 -0.4 -6.4
25.0 -0.40 -0.8 -0.60 -2.4 -0.3 -2.4
50.0 0.00 0.0 -0.40 -0.8 -0.2 -0.8
100.0 -0.25 -0.12 | +0.00 +0.0 -0.2 -0.4
200.0 -0.2 -0.1 0.0 0.0
250.0 +0.3 +0.24
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