
Fast One AHF/SVG Modules
Key Features:
Power Factor Correc on to 0.99
Induc ve or Capaci ve Correc on

Harmonic Targe ng Feature

Suitable for Imbalanced Loads
Automa c Current Limi ng
4” Integrated  HMI
Op onal 7” HMI For Cabinet 

Specifica ons Tolerance Ra ngs
Rated Grid Voltage +/-20% 400VAC
Opera ng Frequency +/-5Hz 50Hz
Main Circuit 3P4W
Module Capacity @ 40 Deg C 50A, 75A, 100A, 150A
Module Expansion 10 Modules Per Transformer
Response Time Single Module <5ms
Single Module Efficiency >97%
Circuit Topology 3 Level Structure
Display Interface 4” External Touch Screen
Opera on Manual or Automa c start
Communica on RS485 Modbus 
Opera ng Temperature -20 to 55 Deg C
Storage Temperature -30 to 70 Deg C
Rela ve Humidity 95%, No condensa on
Al tude Below 1500 meters above sea level

Standards CE, EN 61 010-1EN 61000-6-2:2005 EN 61000-3-3:2013+A1:2019 

EN 61000-3-2:2014 EN 61000-6-4:2007+A1:2011 
Ra ng and selec on of AHF

Ordering Codes 

50 Amp 35kvar @ 400VAC >200^m2

75 Amp 50kvar @ 400VAC >350^m2

100 Amp 70kvar @ 400VAC >500^m2

150 Amp 100kvar @ 400VAC >800^m2
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Harmonic Filter to 50th THDi <5%

3 Input CT Sensing / Op onal 3 Output 
CT Sensing

Nominal 
Output 

Capacity

Power Factor 
Correc on  
@400VAC

Required Air Volume Movement @ 40 
Deg C Ambient

Fast ONE AHF 100A-
400V-4W 
Fast ONE AHF 100A-
400V-4W 
Fast ONE AHF 100A-
400V-4W 
Fast ONE AHF 100A-
400V-4W 



Installa on Dimensions

50Amp (35kvar), 75Amp (50Kvar)
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