Sentinel Installation Troubleshooting 2

Hi Daniel,

   The S-Box and your PC communicate because the communication via TCP/IP

   was established .

   If your sentinels are flashing red two times and green two times?

   (Embedded image moved to file: pic18467.gif)

   If yes , That means that all the id of the sentinel were reset  :

   Unplug all the sentinels

   Do the procedure on user guide Chapiter 5.2.4.
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Sentinel ID S-Bus assignment

Each Sentinel needs its own address. Upon delivery, the Sentinels have all default address "0".

With the "Sentinel Setup page’ of SIS, it's possible to assign to each Sentinel a new ID-SBus.

Select "S-Box" tab.

In the ‘Appication state’ (1) select
“Installation”.

Select "Sentinel Setup page’ tab, and click
*Start Sentinel Installation” button (2).

The "insert Sentinel” window is now ready. Select
the validation option (preferably "insert sentinels
without manual acknowledge’) and proceed
to the insertion according to section 5.2.4.1 or
5242

—_—
Fig. 5-22: Confirmation message
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Insert sentinel without manual validation

Before each insertion, wait for the message "Block X: wait for ready announcement®

Connect the power cable of the first Sentinel
of the first string.

Wait for the message “Sentinel ID 1: insert =
OK, Um = ..V".

Wait for the “ready announcement” of the next
bloc.

Connect the power cable of the next bloc and
continue the procedure until the last Sentinel
of the last string.

Click "Exit" when all Sentinels have an ID
S-bus.

Battery Monitoring Solution is now ready for
operating.

Insert Sentinel

1 Option
 insertsentinels with manual acknowledge.

3
MNumber of blocs per Sting: 3

Number of Sentinels inserted on sliing A -
Mumber of Senfinels inserted on sling B -
Number of Sentinels inserted on sting C :
Number of Sentinels insetted on sting D :
Number of Senfinels insetted on sting E -
Number of Sentinels inserted on sting F

Messages :

[Block T(A1): wa for ready annoucement
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If no,  but the sentinels are flashing green => 
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   Plug all the sentinels

   Do the procedure below
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Automatically build battery configuration based on ID S-Bus

Automatically search Sentinels, read their ID and build the mapping. The bloc status table on "Operating
page” s refreshed.

Giick "Automatically build battery configuration based on ID S-Bus® (&) Fig 6-11). Al information about the
new mapping are reported in the window (©) Fig. 6-11)
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If after you have the problem yet , you must check some points below :

   Please check the external power supply 24V DC is connected to the Bus

   converter?

   Please check that the S-BUS converter is connected like the schematic

   below please ?
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g. 5-7: S-Box / S-Bus converter RS232 connection
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I wait your feedback please

Best Regards

EL HAJJI Nacim

