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Ferdinand Berthoud: une piece inspiree

de I'Horloge de Marine N°6

En 1770, Ferdinand Berthoud accede au titre de Maitre horloger-mécanicien du Roi et de la
Marine. La Chronométrie Ferdinand Berthoud célebre ce 250° anniversaire et dévoile une
nouvelle collection s’inspirant de I’'Horloge Marine N°6, le Chronomeétre FB 2RE.

e début du 18 siécle est marqué par

la conquéte des océans. LAngleterre et
la France se livrent a une véritable bataille
afin de développer un outil permettant de
calculer la longitude lors de voyages en mer:
un garde-temps. De nombreux horlogers de
renom expérimentent de nouvelles tech-
niques afin de mettre au point un instrument
de mesure fiable et précis dont le fonction-
nement doit supporter les mouvements du
bateau et les changements de température.

Fort du succes des essais en mer en 1768-
1769 des Horloges Marines N°6 et N°8,
Ferdinand Berthoud accede, en 1770, au
titre envié de Maftre horloger-mécanicien du
Roi et de la Marine sous Louis XV et recoit
une commande royale de vingt horloges
marines qui seront utilisées lors des nom-
breuses campagnes de cartographie et de
relevés hydrographiques qui auront lieu a la
fin du 18¢ siecle.

Afin de célébrer le 250¢ anniversaire de cette
avancée scientifiqgue majeure ayant dura-
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blement marqué I'histoire, la Chronométrie
Ferdinand Berthoud présente une nouvelle
collection emblématique: le Chronometre
FB 2RE. Ce modele rend hommage au génie
de Ferdinand Berthoud, révélé par I'extraor-

dinaire Horloge Marine N°6. Il s'inspire de
son architecture et de son design et introduit
un nouveau mouvement, symbole d'excel-
lence et de précision chronométrique: le
calibre FB-RE.FC a remontoir d’égalité.




De I'Horloge Marine N°6

au Chronometre FB 2RE

Tel que Ferdinand Berthoud les décrit dans
le Traité des horloges marines, publié a Paris
en 1773, les mécanismes des horloges
marines sont protégés par un tambour en
cuivre de forme cylindrique, lui-méme main-
tenu en position horizontale par un systeme
de suspension a cardan de son invention.

Le boftier du Chronometre FB 2RE reprend
la forme de ces horloges marines et cette
construction en modules. Le mouvement est
installé dans un conteneur cylindrique étanche
a 30 metres en or 18 carats. Des cornes réa-
lisées d'une seule piece, courtes et plon-
geantes, sont solidement fixées au boitier par
des boulons stylisés et permettent au Chrono-
meétre FB 2RE d'épouser la forme du poignet.

Une grande fenétre panoramique est amé-
nagee a 10 heures dans la ligne de carrure
dans un cadre vissé et livre au regard l'archi-
tecture en piliers du mouvement, ainsi que
le barillet et sa chaine.

Le boitier rond de 44 mm de diamétre et
14 mm d'épaisseur est rehaussé par une
lunette incurvée sur laquelle s'enchésse
une glace saphir chevée, bombée et traitée
antireflets. Le fond du boitier est également
muni d’un verre saphir permettant d’admirer
I'incomparable beauté du mouvement.

Le grand diametre de la couronne moletée
permet une préhension aisée, facilitant le
remontage du mouvement. Intégrée a la
ligne de carrure par un protége-couronne
rapporté et vissé, elle dispose d'un systeme
dynamométrique qui débraie dés que le
barillet est entierement armé.

L'or utilisé dans la fabrication des chrono-
metres FB 2RE est issu de 'approvisionne-
ment éthique mis en place par Karl-Friedrich
Scheufele, président et fondateur de la Chro-
nomeétrie Ferdinand Berthoud, chez Chopard,
dont il est également coprésident.

Le Chronométre Ferdinand Berthoud a remon-
toir d'égalité FB 2RE est disponible en deux édi-
tions limitées et numérotées de dix exemplaires:
or rose 18 carats avec cadran en émail noir et
or gris 18 carats avec cadran en émail blanc.

FERDINAND
e BERTHOUD,

Afin de faciliter la lecture des heures et des
minutes lors des voyages en mer, Ferdinand
Berthoud avait imaginé un cadran & deux
niveaux et pourvu de deux types de gra-
duations pour son Horloge Marine N°6: au
centre, les indications des heures en chiffres
romains se distinguent de la minuterie, en
chiffres arabes, sur le pourtour.

La construction du cadran du Chronométre
FB 2RE suit ce méme principe en y ajoutant
une complexité supplémentaire: la volonté
de le réaliser en émail grand feu, Ce cadran
est donc composé de deux éléments: I'un
est bombé et situé en périphérie, destiné a
recevoir les échelles de lecture; le second,
au centre, plus bas, est un médaillon plat.
Tous deux sont réalisés en émail grand feu,
nécessitant de nombreux passages dans un
four spécial a une température de 800°C.
Leur base est en acier amagnétique, un
choix nécessitant un parfait respect des
températures et un temps de cuisson précis
afin d’éviter toute déformation, permettant
ainsi d'éviter la surépaisseur liée au tradi-
tionnel contre-émail.

Les inscriptions sur le cadran sont également
réalisées en émail peint ce qui requiert un
passage supplémentaire au four. Chiffres
romains pour les heures, chiffres arabes pour
les minutes et un chemin de fer cétoient les
inscriptions de la marque et la mention d'ori-

gine «Chronometre Val-de-Travers Suisse».
Le cadran de la référence FB 2RE.1 est ainsi
réalisé en émail blanc avec inscriptions de
couleur noire, tandis que celui de la réfé-
rence FB 2RE.2 arbore un émail noir profond
ponctué de marquages blancs.

Pour les heures et les minutes, le Chrono-
meétre FB 2RE est muni d'aiguilles glaives en or
18 carats ajourées dont la forme rappelle celle
des aiguilles du Chronometre FB 1. Celle des
heures, plus courte, reste a fleur du médaillon
central du cadran. Celle des minutes est sou-
lignée d'un volume a mi-longueur et s'allonge
jusqu'a la base de la minuterie. Taillée dans
le titane et d’une finesse extréme, la trotteuse
ne pése que 0,01 gramme. Cette légeéreté
permet d'alléger la charge sur le mécanisme
de remontoir d'égalité.

Enfin, au dos du mouvement, a travers le
large fond en saphir, I'aiguille de réserve de
marche est en or 18 carats, en forme de
fleche et bleuie CVD.

Ponts et piliers

Le calibre FB-RE.FC est construit selon
une architecture unique dans I'horlogerie
contemporaine et propre a la Chronomé-

trie Ferdinand Berthoud. Ses organes sont
implantés de maniére symétrique, lisible, »
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» claire, comme si l'ordre régnant dans son
fonctionnement était exprimé par I'élégance
de son équilibre visuel. Ce mouvement a
remontage manuel présente 26 ponts main-
tenus par 10 piliers en acier enserrant les
organes mécaniques. Cette construction
est caractéristique des chronomeétres de
marine de Ferdinand Berthoud réalisés au
18¢ siecle.

De ce siécle important pour I'innovation,
la Chronométrie Ferdinand Berthoud a
également repris la forme trés particuliére
des ponts. lls sont composés d'une partie
plate et vissée prolongée par un col relevé,
en porte-a-faux, qui leur donne une forme
d'escalier typique des constructions horlo-
geres de I'epoque.

Une nouvelle approche
chronométrique

Le calibre FB-RE.FC est 'un des rares a pré-
senter une transmission par chaine-fusée,
permettant d’obtenir une force constante a
I'échappement. Elle agit comme une bolte de
démultiplication automatique. En effet, selon
le niveau de remontage, le couple délivré par
le barillet varie. Lorsque le mouvement est
entierement remonté, la chaine se trouve
totalement enroulée sur le petit diametre de
la fusée. Le ressort de barillet dispose alors
de sa puissance maximum. Cette force dimi-
nue a mesure que le temps passe, la chaine
s'enroulant sur le tambour et passant du petit
au grand diamétre de la fusée.

La variation du diamétre de la fusée com-
pense alors la diminution du couple au res-
sort de barillet. Le rouage recoit ainsi une
énergie constante, un préfiltrage de I'éner-
gie arrivant au remontoir. La particularité
du calibre FB-RE.FC est que sa fusée est
inversée, et surtout que son barillet et sa
fusée sont tous deux suspendus. lis ne sont
fixés que d'un cété, dans la platine. Cette
construction spectaculaire fait I'objet d'un
brevet et permet d'économiser quelques
précieux millimétres.

Remontoir d'égalité

Fait exceptionnel, le calibre FB-RE.FC, en sus
du mécanisme a force constante, est doté
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d'un remontoir d'égalité une seconde, visible
au dos du mouvement. Il s’agit de I'un des
systemes les plus complexes de régulation du
couple dans I'histoire de la mesure du temps.

Loin de faire double emploi avec la fusée, ce
dispositif compléte son action car il agit sur un
autre point. La fusée lisse le couple arrivant
dans le rouage mais des irrégularités naissent
lors des prises de dents. Ces variations du
couple, d'une ampleur bien moindre que
celles générées par le déroulement du res-
sort moteur, ont cependant leur importance
compte tenu des exigences de précision de la
Chronométrie Ferdinand Berthoud.

Le remontoir du Chronomeétre FB 2RE est
d'un type particulier car il est implanté de
maniére concentrique a la roue d'ancre et
est ainsi directement connecté a 'échappe-
ment. Ce dispositif vise a stocker une petite
quantité d'énergie dans un ressort spiral
secondaire. Ce dernier est moteur et non pas
réglant. |l délivre sa force au balancier par
le biais de I'échappement, & des intervalles
tellement courts que la variation de la force
dans le spiral n'entre pas en ligne de compte.
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En 'occurrence, la Chronométrie Ferdinand
Berthoud a retenu une durée de décharge
d'une seconde.

La transmission de la force du barillet au res-
sort de remontoir se fait par I'entremise d'une
came en rubis de forme triangulaire. Lorsque
la roue d'ancre a avancé de 2,5 dents, la
came en rubis libere I'ancre d'arrét, celle du
remontoir, et laisse entrer la force motrice
dans le systéme de remontoir. Il est alors
chargé pour la prochaine seconde.

Le pignon d'échappement est solidaire de la
roue d'arrét, il bat la seconde. Lensemble est
relié a I'aiguille de seconde au centre et per-
met au Chronométre FB 2RE d'afficher une
seconde vraie, ou seconde morte, comme
les chronometres de marine ou les régula-
teurs de parguet. Pour une précision accrue
de l'affichage, la liaison entre le pignon
d'échappement et le mobile de seconde
morte s'effectue au moyen d’'un mécanisme
de seconde morte spécifique.

Systeme allégé

Le remontoir d'égalité est traditionnelle-
ment trés gourmand en énergie, notam-



ment du fait des frictions que son fonc-
tionnement engendre. La Chronométrie
Ferdinand Berthoud a réduit ses frotte-
ments en implantant le remontoir & I'en-
droit ou le couple est le plus faible. La roue
d'ancre est celle qui recoit le moins de force
de tout le rouage et est donc la meilleure
candidate au poste. De plus, l'utilisation
de la came en rubis et d'une trotteuse
d'une |légereté extréme (0,01 gramme),
grace a I'emploi de titane et d'une forme
extrémement effilée, réduit le poids entrainé
par le remontoir.

L'ensemble de ces décisions permet au
calibre FB-RE.FC de présenter une réserve
de marche de 50 heures. Celle-ci est indi-
quée au dos du mouvement, par le biais
d'une aiguille fleche bleuie placée sur un
secteur gravé sur la platine. Le barillet
emmagasine de ['énergie pour plusieurs
heures supplémentaires, mais le systeme
d'arrétage le bloque en dehors de la plage
de chronométrie garantie.

Optimisation de la précision
Historiquement, les garde-temps de grande
précision se sont appuyés sur un travail

d’optimisation de l'organe réglant et Fer-
dinand Berthoud a également apporté des

modifications intéressantes a ses chro-
nométres tout au long de sa carriére. La
Chronométrie Ferdinand Berthoud s'inscrit
dans cette lignée en inventant un nouveau
balancier a inertie variable, a deux bras,
de forme aérodynamique, doté de quatre
vis d'équilibrage. Son grand diametre
garantit son inertie et sa stabilité, sa fré-
gquence basse de 18’000 alternances par
heure préservant la réserve de marche. Elle
permet également une oscillation lente,
agréable a I'eeil, et proche de celle des
garde-temps historiques.

Le remontoir d'égalité est un systéme déli-
cat, qui augmente la difficulté du réglage.
Celui du Chronometre FB 2RE demande
donc un soin et un temps largement supé-
rieurs & tout autre modele. C'est en reve-
nant aux sources de la chronométrie pure
que la maison a imaginé un chronométre
d'exception, dont I'exécution est aussi déli-
cate que la conception. Afin de garantir une
précision optimale, le Chronométre FB 2RE
est équipé d'un dispositif stop-seconde, qui
arréte le balancier lorsque la couronne est
tirée. Le porteur peut alors synchroniser
sa montre avec celle d’'un garde-temps
référence, a la seconde prés, comme l'on
synchronisait les montres d’observation
avec les chronométres de marine sur un
navire d'exploration.

Excellence des finitions

Parce que l'excellence du mouvement est équi-
valente au soin apporté a sa mise en beauté, les
finitions du calibre FB-RE.FC sont d’un niveau
exceptionnel. Les ponts en maillechort révelent
une finition de type frosting, un grenage a la
brosse, manuel, d'une finesse extréme, exé-
cuté avant les étapes finales de pergage et de
fraisage. Cette technique ancienne donne un
éclat sans égal a ces composants. Cependant,
le maillechort étant un alliage d'une fragilité
rare, toute erreur, toute rayure, lors du frosting
est irrécupérable et oblige a jeter la piece.

Le pont de balancier en acier en forme de
fleche est poli miroir, tout comme la partie
supérieure du pont d'échappement en esca-
lier. Le barillet et la fusée sont satinés, de méme
que la totalité des composants de la chaine, au
nombre de 790. Enfin, l'intégralité des com-
posants du mouvement ont été chanfreinés et
anglés a la main, a l'aide d'outils traditionnels,
par les artisans de la Chronométrie Ferdinand
Berthoud. Le controle qualité de ces finitions
est effectué a un degré de grossissement beau-
coup plus élevé que de coutume dans F'horlo-
gerie, une loupe 6,7x. A un tel niveau, aucun
détail, aussi infime soit-il, ne peut passer ina-
percu. Voila ce que représente 'excellence si
cheére & la maison horlogere.o
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Ferdinand Berthoud. an anniversary model inspired
by the Marine Clock No. 6

In 1770, Ferdinand Berthoud was awarded the title of “Clockmaker and Mechanic by
appointment to the French King and Navy”. Chronométrie Ferdinand Berthoud is cele-
brating this 250™ anniversary by unveiling a new collection inspired by the Marine Clock
No. 6: the Chronomeétre FB 2RE.

he early 18" century was marked by
the conquest of the oceans. England
and France were engaged in an all-out
battle to develop a means of calculat-
ing longitude during sea voyages: liter-
ally a garde-temps or timekeeper. Many
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renowned watchmakers experimented
with new techniques in order to develop
a reliable and accurate measuring instru-
ment, whose operation had to withstand
the pitching and rolling of ships as well as
changes in temperature.

In 1770, following the success of the sea tri-
als in 1768-1769 of Marine Clocks No. 6 and
No. 8, Ferdinand Berthoud was awarded the
envied title of “Clockmaker and Mechanic by
appointment to the French King and Navy”
under Louis XV and received a royal commis-
sion for 20 Marine Clocks which were to be
used during the numerous cartographic and
hydrographic surveys that were undertaken
in the late 18" century.

To celebrate the 250™ anniversary of this
major scientific breakthrough that has left
an indelible imprint on history, Chronomé-
trie Ferdinand Berthoud presents a new
emblematic collection: the Chronometre
FB 2RE. This model pays tribute to the
genius of Ferdinand Berthoud, as revealed
in the extraordinary Marine Clock No. 6.
Inspired by its architecture and design, it
introduces a new movement, a symbol of
excellence and chronometric precision:
Calibre FB-RE.FC with remontoir d’égalité,
often referred to in English watchmaking
parlance as a remontoire.



» reigning in its operation were expressed
through the elegance of its visual balance. This
mechanical movement with manual winding
comprises 26 bridges held by 10 steel pillars,
surrounding the mechanical parts. This con-
struction is characteristic of 18" century Ferdi-
nand Berthoud marine chronometers.

This century that proved so important for
innovation notably inspired Chronométrie
Ferdinand Berthoud to adopt the extremely
distinctive design of its bridges. They
are composed of a flat, screw-in section
extended into a raised, cantilevered neck,
giving them a staircase shape typical of the
horological constructions of that era.

A new approach to precision
timekeeping

The FB-RE.FC calibre is one of the rare
examples fo feature fusee-and-chain trans-
mission, serving to ensure constant force for

the escapement. It acts like an infinitely vari-
able automatic reduction gearbox.

The torque delivered by the barrel of a watch
movement naturally varies according to the
degree of winding. In this type of transmis-
sion, when the movement is fully wound,
the chain is completely wrapped around the
small end of the spindle-shaped fusee and
the mainspring is at maximum power. This
force dwindles in the course of time, as the
chain coils around the drum, moving from
the small to the large end of the fusee.

The variation in the diameter of the fusee
compensates for the reduction of the main-
spring torque. The gear train thus receives
a constant supply of energy, a pre-filtering
of the energy arriving at the remontoire. The
distinctive nature of the FB-RE.FC calibre
lies in the fact that its fusee is reversed, and
especially that its barrel and fusee are both
suspended — meaning they are held on one
side only, to the mainplate. This spectacular
construction is patented and serves to save
a few precious millimetres.

Remontoir d’égalité

Exceptionally, the FB-RE.FC calibre, in
addition to the constant-force mechanism,

is equipped with a one-second remontoire
visible on the back of the movement. It is
one of the most complex torque regulation
systems in the history of time measurement.

Far from duplicating the role of the fusee,
this device complements its action by acting
on another point. The fusee equalises the
torque reaching the gear train, yet irregulari-
ties are created when the teeth mesh. These
torque variations, of a much smaller magni-
tude than those generated by the uncoiling
of the mainspring, are nevertheless impor-
tant in light of the precision demanded by
Chronomeétrie Ferdinand Berthoud.

Deadbeat seconds

The Chronomeétre FB 2RE remontoire is
of a distinctive type in that it is fitted con-
centrically with the escape-wheel and thus
directly connected to the escapement. This
device is designed to store a small amount
of energy in a secondary hairspring, play-

ing a driving rather than a regulating role.
It delivers its force to the balance via the

escapement at such short intervals that the
variation of the force in the hairspring is not
taken into account. In this case, Chrono-
métrie Ferdinand Berthoud has opted for a
one-second release.

The force from the barrel is transmitted to
the remontoire spring by means of a trian-
gular ruby cam., When the escape-wheel
has moved 2.5 teeth forward, the ruby cam
releases the stop lever, that of the remon-
toire, and allows the driving force to enter
the remontoir system. It is then charged for
the next second.

The escape-wheel pinion is connected
to the stop wheel and marks off the sec-
onds. The entire assembly is connected to
the central seconds hand and enables the
Chronometre FB 2RE to display true sec-
onds, or deadbeat seconds, like marine
chronometers or regulator-type longcase
clocks. To enhance the accuracy of the dis-
play, the connection between the escape-
ment pinion and the deadbeat seconds
hand is achieved by means of a special
deadbeat seconds mechanism. »
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to the Chronomeétre FB 2RE

As described by Ferdinand Berthoud in
his Traité des horloges marines (Treatise on
Marine Clocks) published in Paris in 1773,
the mechanisms of Marine Clocks are pro-
tected by a cylindrical copper drum, itself
held in a horizontal position by a gimbal sus-
pension system that he invented.

The case of the Chronometre FB 2RE picks
up the shape of these Marine Clocks and
this modular construction. The movement
is installed in a cylindrical container made
of 18-carat gold and water-resistant to
30 metres. Short, tapering all-of-piece lugs
are solidly secured to the case by stylised
bolts and ensure the Chronometre FB 2RE
smoothly moulds the contours of the wrist.

A large panoramic window appears at
10 o'clock along the case middle in a screw-
down frame and reveals the movement's pil-
lar-type architecture, as well as the barrel
and its chain.

The round case, 44mm in diameter and
14mm thick, is enhanced by a curved bezel
fitted with a strongly domed "chevée"” glare-
proofed sapphire crystal. The caseback is
also fitted with a sapphire crystal enabling
one to admire the incomparable beauty of
the movement.

The large diameter of the knurled crown
makes it easy to grip, thus facilitating move-
ment winding. Integrated into the case mid-
dle by an applied screw-in crown guard, it
features a dynamometric system that disen-
gages as soon as the barrel is fully armed.

The gold used in the manufacture of FB 2RE
chronometers comes from the ethical sourc-
ing system set up by Karl-Friedrich Scheufele
— President and founder of Chronométrie
Ferdinand Berthoud — at Chopard, of which
he is also Co-President.

The Chronometre Ferdinand Berthoud
FB 2RE with remontoir d'égalité is available
in two 10-piece limited and numbered edi-
tions: one in 18-carat rose gold with a black
enamel dial and the other in 18-carat white
gold with a white enamel dial.

A traditional enamel dial

In order to facilitate reading off the hours
and minutes during sea voyages, Ferdinand
Berthoud had designed a two-tiered dial with
two types of graduations for his Marine Clock
No. 6: in the centre, the hours indications in
Roman numerals stand out from the minutes

circle in Arabic numerals appearing on the
circumference.

The dial construction of the Chronometre
FB 2RE follows this same principle, while
adding an additional degree of complexity
by opting to craft it in Grand Feu enamel.
This dial is thus composed of two elements:
one is domed, located on the periphery and
designed to bear the graduated scale; while the
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second, positioned centrally and slightly lower,
is a flat medallion. Both are made of grand
feu enamel, which requires numerous firings
in a special kiln at a temperature of 800°C.
Their base is made of non-magnetic steel, a
choice that requires perfect compliance with
the required temperatures and extremely pre-
cise firing times in order to avoid any distor-
tion, while also preventing the excess thickness
resulting from the traditional counter-enamel.

The inscriptions on the dial are also crafted
in painted enamel, which requires an addi-
tional firing in the kiln. Roman numerals for
the hours, Arabic numerals for the minutes
and a rail-track minute circle appear along-

side the markings and the original inscription
“Chronométre Val-de-Travers Suisse”. The
dial of reference FB 2RE.1 is crafted in white
enamel with black inscriptions, while the dial
of reference FB 2RE.2 features deep black
enamel punctuated by white markings.

Signature hands

For the hours and minutes, the Chronometre
FB 2RE is equipped with dagger-type hands in
18-carat gold featuring a hollowed-out design
reminiscent of the hands of the Chronomeétre
FB 1, while the shorter hours hand remains
flush with the central dial medallion. The min-
utes hand is highlighted by a bulge half-way

along and extends to the base of the minute
circle. The extremely thin titanium seconds

hand weighs just 0.01 grams. This lightness
helps to lighten the burden on the remontoire.

Finally, the arrow-shaped CVD-blued 18-carat
power-reserve hand on the back of the move-
ment is visible through the wide sapphire crys-
tal case-back.

The FB-RE.FC calibre is built according to an
architecture unigue in contemporary watch-
making and specific to Chronométrie Ferdi-
nand Berthoud. Its organs are symmetrically
positioned, legible and clear, as if the order »
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The remontoire is traditionally very energy-
intensive, particularly because of the fric-
tion it generates. Chronométrie Ferdinand
Berthoud has reduced this friction by install-
ing the remontoire where the torque is lowest.
The escape wheel is the one that receives
the least force from the entire gearing and is
therefore the best candidate for the position.
In addition, the ruby cam, along with a sec-
onds hand that is extremely light thanks to
the use of titanium and an extremely tapered
shape, combine to reduce the weight driven
by the remontoire.

All these decisions together enable the
FB-RE.FC calibre to offer a power reserve
of 50 hours. This is indicated on the back of
the movement by means of a blued arrow-
shaped hand placed on a sector engraved on
the mainplate. The barrel stores energy for
several more hours, but the stopwork system
blocks it outside the guaranteed precision
timekeeping (chronometry) range.

Optimising precision

Historically, high-precision timepieces have
been based on work to optimise the regu-
lating organ, and Ferdinand Berthoud also
made interesting modifications to his chro-
nometers throughout his career. Chronomé-
trie Ferdinand Berthoud has followed in his
footsteps by inventing a new two-spoke var-
iable-inertia balance with an aerodynamic
shape and four inertia blocks. Its large
diameter guarantees its inertia and stabil-
ity, with a low frequency of 18,000 vibra-
tions per hour, thereby safeguarding the
power reserve. It also enables slow oscilla-
tion, pleasing to the eye and similar to that
of historical timepieces.

The remontoire is a delicate system, which
increases the difficulty of adjustment. That of
the Chronometre FB 2RE thus requires much
greater care and time than any other model. It
is by returning to the roots of pure chronom-
etry that the Maison has devised an excep-
tional chronometer, the execution of which is
as delicate as its design. In order to guarantee
optimal precision, the Chronomeétre FB 2RE is
equipped with a stop-seconds device, which
brings the balance to a halt when the crown
is pulled out. The wearer can then synchro-
nise the watch to the nearest second with the
time displayed by a reference timepiece, in
the same way that observation watches were
synchronised with marine chronometers on
exploration vessels.

Excellent finishing

Because the excellence of the movement
equals the sum of the care devoted to its
beauty, the finishing of the FB-RE.FC calibre
is exceptional. The nickel silver bridges reveal

a frosting type finish, involving extremely fine
manual graining using a brush, performed
before the final drilling and milling stages.
This ancient technique endows the com-
ponents with peerless brilliance. However,
since nickel silver is an extremely fragile
alloy, any error or scratch during the frosting
process is irretrievable and implies discard-
ing the part in question.

The arrow-shaped steel balance bridge is
mirror polished, as is the upper part of the
stepped escape-wheel bridge. The barrel
and the fusee are satin-brushed, as are all
790 components of the chain. Finally, all the
movement parts are hand-chamfered and
bevelled with traditional tools by the artisans
of Chronométrie Ferdinand Berthoud. The
quality control of these finishes is carried out
under a much higher degree of magnifica-
tion than is customary in watchmaking, using
a 6.7x magnifying glass. At such a level,
no detail, however tiny, can go unnoticed.
Therein lies the excellence cherished by the
watchmaking house.o
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