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QUANTITY 7(S) 8(M) 9(L) 10(XL)

PAIR UPC 1 N/A N/A N/A N/A

INNER PACK UPC 12/PACK 816679011670 816679011687 816679011694 816679011700

CASE GTIN 6 PK/CASE 10816679011677 10816679011684 10816679011691 10816679011707

CASE WEIGHT (IN POUNDS) 7 8 9 9

OVERCAST COLOR Red Green Brown Black

Packaging

Meets ANSI/ISEA 105-2016 standard
•	 Cut Level A1

•	 ASTM F2992-15 Results =  217 grams

•	 Abrasion Level 4

•	 Puncture Level 2

•	 Puncture Results: 33 Newtons

•	 Nitrile-coated palm with New Foam Technology 
finish allows hands to breathe while providing 
great grip in wet, oily, or dry conditions

•	 Knit wrist cuff offers users a secure, comfortable 
fit and prevents gloves from slipping off during use

•	 EN 388 Levels: 4131X

•	 15-gauge nylon/spandex shell 
offers bare hand sensitivity

•	 Nitrile dotted palm increases 
abrasion resistance and grip

Features

INDUSTRY
General Assembly

Automotive

Small Parts 
Assembly

Assembly

General Purpose

Painting

This lightweight seamless glove is a notable 
general-purpose option with a 15-gauge 
gray nylon and spandex shell. The palm has 
a New Foam Technology nitrile coating with 
dots for enhanced grip and protection. A knit 
wrist cuff provides a comfortable, secure fit.

Description

SHELL GAUGE SHELL COLOR COATING COATING TYPE COATING COLOR FINISH DOTTED CUFF CUT

Nylon/Spandex 15-Gauge Gray Nitrile Palm Black New Foam Technology Nitrile Knit Wrist Level A1

Specifications

ASTM F2992-15 RESULTS ABRASION PUNCTURE PUNCTURE RESULTS EN 388 LEVELS

217 Grams Level 4 Level 2 33 Newtons 4131X

SIZESITEM 7(S)-10(XL)500NFTD

Tsunami Grip® Lightweight Dotted New Foam Technology Coated 
Nylon/Spandex Gloves with Cut, Abrasion,  

and Puncture Resistance

HAND PROTECTION


