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As the leading vertically integrated manufacturer of lithium iron phosphate battery systems,Pylontech
has provided various battery solutions for nearly all kinds of ESS applications. 
Thanks to our self-developed core technology in cells/BMS/system design, Pylontech has delivered 
more than 2.0GWH batteries serving 120,000+ users.
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Vertical industry integration chain

Material Cell Battery Module

UN38.3   

Advantage

Vertical industry integration chain

Material Cell Battery Module

UN38.3   

DevelopedDeveloped  withwith  ourour  ownown  LFPLFP  (lithium(lithium  ironiron  phosphate)phosphate)  cellcell  toto  ensureensure  thethe  highesthighest  safetysafety  

Self-designedSelf-designed  BMSBMS  protectsprotects  thethe  cellcell  inin  allall  angelsangels  suchsuch  asas  abnormalabnormal  temperature,temperature,  current,current,  
voltage, SoC, Sovoltage, SoC, SoHH

VerticalVertical  industryindustry  integrationintegration  ensuresensures  moremore  thanthan  60006000  cyclescycles  withwith  95%95%  DoDoDD

ModularModular  designdesign  givesgives  thethe  endend  customerscustomers  thethe  powerpower  ofof  choicechoice  ofof  capacitcapacityy

CompatibleCompatible  withwith  mostmost  ofof  thethe  availabavailabllee  HybridHybrid  inverterinverterss

SimpleSimple  bucklebuckle  fixingfixing  minimizeminimize  thethe  installationinstallation  timetime  andand  coscostt

Backward compatibility with existing US series product

Pre-charge function to protect ESS system from surge current

Advantage



LOW VOLTAGE ENERGY STORAGE SYSTEM

Specification

Basic Parameters  US2000C 

Nominal Voltage（V） 48

Usable Capacity (Wh) 

2400

Dimension（mm） 442*410*89

Weight（Kg） 24

Discharge Voltage（V） 44.5 ~  3.55

Charge Voltage（V） 52.5 ~  3.55

50  (Max@60s)

Communication Port RS485，CAN

Working Temperature/℃ 0~50
Shelf Temperature/℃

Authentication Level    IEC62619/CE /UN38.3

Design life 15  Years（25℃/77℉）

Cycle Life >6000, 25℃

Charge / Discharge Current
（A）

Nominal Capacity (Wh)

Humidity 

Altitude (m)

5%~95%

<2000

Single string quantity(pcs)

-20~60

25(Recommend)

+

2280

90  (Peak@15s)

16

LOW VOLTAGE ENERGY STORAGE SYSTEM

25(Recommend)

+

Feature
 Pre-Charge 

 Dual-active protection
 Flexible current steps 
 Dry contact wake up



Weight (kg)                                                          83                                         119                                    155                                                                                                                                       

Protection  Class                                                                                             IP55                              

Depth of Discharge                                                                                         90%                                

Humidity                                                                                                       5%-95%                  

Altitude (M) ＜2000                                            

Cycle Life                                                                                                ＞6000, 25℃

 Dimension (W*D*H mm)                              450*300*820                       450*300*1120                     450*300*1410                  
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Cube the Force 
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