
To learn more about Choice Adhesives and our products, call 1-800-330-5566.
Choice Adhesives, 666 Redna Terrace, Cincinnati, Ohio 45215  •  www.choiceadhesivescorp.com HY1905
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DESCRIPTIONPRODUCT
Canisters

High temperature canister adhesive *
High heat resistance canister adhesive * *
High temperature canister adhesive *
Non-flammable canister adhesive * * * *
OTC & Cal compliant canister adhesive * * * * * *

55 High strength spray adhesive * * * *
501 / 501G General purpose canister adhesive * *
751 / 751G High temperature canister adhesive *

Contact Adhesives
Brush grade contact adhesive * *
Non-flammable spray grade contact adhesive * *
Premium brush & roll contact adhesive *
Consumer grade brushable contact adhesive *
Premium spray grade contact adhesive *
Premium spray grade contact adhesive *
General purpose contact adhesive *
General purpose contact adhesive *
High solids spray grade contact adhesive *
Non-flammable high solids spray adhesive * *

/ Water based contact adhesive * * * * * *
Low VOC spray grade contact adhesive * * * *
Non-flammable spray grade contact adhesive * * *
Low VOC brush grade contact adhesive * *
California compliant spray grade contact adhesive * * * * * *

681 Low VOC contact adhesive * *
575 / 575R High solids spray grade contact adhesive *

Golden Glue professional grade wood glue * * * * *
White wood glue * * *
Golden Glue Exterior * * * * *
Hot/Cold press adhesive * * * * * *

XA-2700 Cold press adhesive * * *
7709 G Nip & stack cold/hot press adhesive * * * * * *

53 Laminating adhesive hard to bond substrates * * * * * *
Hot press adhesive * * *

Vinyl Acetates / Wood Glues

DESCRIPTION CA OTC 
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DESCRIPTIONPRODUCT
Canisters

F-200 / F-200G / F-200R High temperature canister adhesive *
F-201 High heat resistance canister adhesive * *
F-202 High temperature canister adhesive *

F-268NF / F-268NFG Non-flammable canister adhesive * * *  *
F-270/F-270R OTC & Cal compliant canister adhesive * * * * * *

655 High strength spray adhesive * * * *
501 / 501G General purpose canister adhesive * *
751 / 751G High temperature canister adhesive *

Contact Adhesives
F-100 SUPER PLUS Brush grade contact adhesive * *

F-120M Non-flammable spray grade contact adhesive * *
F-140 Premium brush & roll contact adhesive *
F-145 Consumer grade brushable contact adhesive *

F-150R / F-151 Premium spray grade contact adhesive *
F-155R / F-156 Premium spray grade contact adhesive *
F-158R / F-159 General purpose contact adhesive *

F-158MR / F-159M General purpose contact adhesive *
F-HS / F-HSR High solids spray grade contact adhesive *
F-170G / F-171 Non-flammable high solids spray adhesive * *
F-180 / F-180G Water based contact adhesive * * * * * *
F-268 / F-268R Low VOC spray grade contact adhesive * * * *

F-268NF / F-268NFG Non-flammable spray grade contact adhesive * * *
F-269 Low VOC brush grade contact adhesive * *

F-270 / F-270R California compliant spray grade contact adhesive * * * * * *
681 Low VOC contact adhesive * *

575 / 575R High solids spray grade contact adhesive *

F-714Y Golden Glue professional grade wood glue * * * * *
F-715 White wood glue * * *

F-716Y              Golden Glue Exterior * * * * *
F-2600 Hot/Cold press adhesive * * * * * *

XA-2700 Cold press adhesive * * *
F-7709G Nip & stack cold/hot press adhesive * * * * * *

531 Laminating adhesive hard to bond substrates * * * * * *
502 Hot press adhesive * * *

Vinyl Acetates / Wood Glues

DESCRIPTION CA OTC 

Hybond® Adhesives 
Our Business is Making Strong Bonds
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Vinyl Acetates / Wood Glues

Product Specifications

Contact Adhesives

Canisters

CF-23NF/CF23NFG

CBA-123/CBA123G

Product Specifications

Product Specifications

Application

Application

Use

Use

Natural/Green

Post forming laminating adhesive

Crosslinking low chalk PVA



WOOD GLUES
FOR ASSEMBLY

WOOD GLUES
FOR LAMINATIONCONTACT CEMENT

FLAMMABLE SPRAY

HY-HS+ / HY-HSR+ 
High solids premium performance post-formable 
spray grade. Excellent for hand spray and automated 
postformers.

HY-36M / HY-36MR
Spray grade for flat  
work only. Excellent sprayability and contactability.

HY-12 / HY-12R
High performance, premium 
spray grade. Postformable 
with extended open time. 
Premium product for 
cabinet shop, laminate  
and millwork.

HY-31N / HY-31G
Water based contact with excellent green strength. 
Excellent for postforming or flat work.

HY-30 / HY-30G
Water based contact with excellent green strength. 

OTC

OTC

CA

CA

WATER-BASE

HY-12NFM
High performance, polychloroprene 
with excellent green strength and 
heat resistance for postforming. 
Fast drying.

HY-75NFM /HY-75NFMG 
High solids, fast drying with immediate green strength. 
Flat work only.

HY-B68NF / HY-B68NFG
High solids, long open time. Zero VOC’s and OTC  
compliant. Excellent for hand spray due to exceptional 
spray pattern. Flat work only.

OTC

OTC

HY-575 / HY-575R
High solids, non-chlorinated synthetic rubber contact 
adhesive. Flat work only.

NON-FLAMMABLE SPRAY

OTC

HY-80NFM
Non-flammable, high heat resistance, excellent 
green strength and room temperature contactability.

OTC

BRUSH GRADE

HY-80 Plus
Quarts/Gallons, 20 0 F flash contact cement, meets 
CPSC standards, brush/roller.

HY-70 / HY-80
Medium viscosity brush/roller grade adhesive. Pro-
vides high bond strength and long open time.

B680H
Low VOC brush grade. Provides extended mileage 
over non-compliant products.

OTC

SPECIALTY ITEMS

AEROSOL PRODUCTS E9110 
Spray booth coating

201 
Foam fabricating adhesive

300 
HAPs free spray contact  
adhesive

1093 
Non-flammable foam  
fabricating adhesive

ASSEMBLY

HY-GG
Medium setting yellow wood  
glue for assembly of hard or soft 
woods. Ideal for edge gluing,  
doweling and joint assembly.  
Easily sanded.

CBA-530 / CBA-530T
Fast setting white glue. Good for  
edge bonding and trim.

OTC CA

OTC CA

HY-GGE

Exterior grade yellow 
wood glue for applications 
requiring moisture 
resistance. Type II  
approved. Fast setting,  
easily sanded.

OTC CA

LAMINATING

XA-2600
Fast setting cold and hot press  
adhesive. High solids provides  
excellent mileage.

7709TG
Nip and stack adhesive. Needs only to 
be pinch rolled. Can be used as cold 
press, hot press or stationary or high 
speed postforming.

CBA-502 
Excellent cross linking emulsion for cold and hot press and 
RF glueing.

CBA-531 
Superior emulsion for cold pressing, difficult to bond sur-
faces such as metal, FRP and melamine.

CBA-537 
Cold press adhesive for fire rated board.

CBA-538 
Cross-linking low chalk PVA.

XA-2700
Medium setting cold press adhesive. Set speed  
allows for longer open time when doing lay up.

XA-2400
Cold press adhesive.

OTC

OTC

OTC

OTC

OTC

OTC

CA

CA

CA

CA

CA

CA

OTC

OTC

CA

CA

HY-B68 / HY-B68R 
Low VOC, OTC compliant spray grade. High solids 
lead to significant mileage increase over traditional 
contact cements. Flat work only.

OTC

HY-88 / HY-88R
High solids, California compliant spray grade.  
Excellent spray characteristics. 

OTC CA

CANISTERS

CANISTER PRODUCTS

CF-23 / CF-23R / CF-23G 
High temperature, high performance 
contact cement. Web spray, fast grab, 
excellent adhesion to a large variety of 
substrates.

CB-3000
CF-23 in a low VOC canister system. Fast dry, high strength.

CBA-661
General purpose, high temperature contact adhesive. Non-
chlorinated. Good for headliners, foam, fabrics, wood and 
laminate.

CF-88 / CF-88R 

High solids, California 
compliant contact cement. 
Excellent adhesion to a 
variety of substrates. 

CBA-501
General purpose, pressure sensitive adhesive. Good adhesion 
to metal, plastics and other difficult substrates.

CBA-751
High temperature contact adhesive. nPb version of CF-23

CBA-123
EPS canister adhesive with good heat resistance.

OTC

OTC CA

689
Flammable cleaner/thinner for all flammable products

1000
Non-Flammable cleaner / thinner. Can be used in flam-
mable or non-flammable adhesives. OTC Compliant.

CITRUS CLEANER Cleaner & degreaser

CBA-3012                       CA compliant cleanerCBA-3012                       CA compliant cleaner

SOLVENTS / CLEANERS
CF-23
High heat resistance, high bond strength & fast dry

CBA-270
CA compliant, high solids aerosol adhesive

CBA-655
High solids, good heat resistance,  
adjustable spray pattern

CITRUS CLEANER Cleaner & degreaser

OTC

CF-23NF/CF23NFG
High temperature, high performance 
non-flammable contact adhesive.

CF-23AC
Air assisted version of the CF-23 -  
Sprayed with existing spray equipment

CF-88AC 
Air assisted version of the CF-88 - Sprayed with existing  
spray equipment.

OTC CA

ADDITIONAL  
PRODUCTS

OTC CA

OTC CA

OTC CA


