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URINALS

Model: SPPL.UR.S.xxxx.yy
SPPL = Stoddart Plumbing Product 
UR = Urinal
S = Slab
xxxx = Length of urinal 
yy = T - top water entry 
 = R - rear water entry 
 = R - right waste
 = L - left waste 
eg.: for specification and ordering quote   

Code: SPPL.UR.S.1800.RR

*L & U shaped configurations available.

Slab Step Urinal

Features and Benefits:
• Compressed fibre-cement backing for strength and superior  

noise suppression
• Top or rear water entry
• Concealed sparge spreader for full face waterfall flush
• All internal corners to 25mm radius
• Custom lengths available

15
0

 M
ax

11
0

 M
in

Nominated Length
12

0
0

 M
ax

 11
60

 M
in

10
5

0

A

A

Concrete Step (by builder)

320

20
10

30

  350 Max
 300 Min 79

 
D

ow
n 

to
 R

ea
r I

nl
et

Fernco Cap
Concrete Step
 (by builder)

R/H Waste Available
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L/H Waste Shown
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Flushing Device Options:

Sold Separately

FD.EUFS.MICFD.CI.PC

Specifications:

Construction: Fully welded 1.2mm thick 304 stainless steel 
construction, no.4 satin finish.  Fibre-cement 
reinforced backing.

Water Connection: Top entries in ø25 and ø38 dia. Rear entry in 
25mm pressure pipe. Custom inlet positions 
available. Designed for WELS approved flush 
devices.  

Waste Connection: 50mm to 100mm dropper outlets available
Custom waste positions available.

The WaterMark
License No. WM-022373

AS/NZS 3982

TM

The more
stars the more
water efficient

Licence No. 0196
Registered  to Tom Stoddart Pty Ltd

WATER RATING
www.waterrating.gov.au

In accordance with AS/NZS 6400

1.5 litres per
flush


