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TROUGHS

Revision:       18/06/2021

Features and Benefits:
• Multipurpose, versatile trough with concealed tapware connections
• Individual bowls for solids & hand washing
• Solids bowl includes riser waste outlet to prevent solid waste from  

entering plumbing
• Large radius internal corners for easy cleaning
• Optional WELS and WaterMark certified tapware available

Drop In Clay & Ablution Wash Trough

Model No. L x D x H (mm)

SPPL.WT.DI.CAT.HC 1800 x 445 x 151

SPPL.WT.DI.CAT.C 1800 x 445 x 151
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DETAIL A
SCALE 1 : 5

Plan View

Front View

SPPL.WT.DI.CAT.HC

SPPL.WT.DI.CAT.C

Model: SPPL.WT.DI.CAT.xx.yy
SPPL = Stoddart Plumbing Product 
WT = Wash Trough 
DI = Drop In
CAT = Clay & Ablution Trough
xx = HC = Hot & Cold Water
 = C = Cold Water Only
yy = TW = Tapware supplied not plumbed
eg.: for specification and ordering quote   
Code: SPPL.WT.DI.CAT.HC.TW

A -

Tapware Options:

CMPL.0967 CMPL.0984CMPL.1032

Sold Separately

Specifications:

Construction: Fully welded seamless 304 grade 1.2 mm thick 
stainless steel construction, no.4 satin finish. 

Waste Connection: 40mm & 50mm wastes supplied

Unit Fixing: The unit is supplied with benchtop fixing clips


