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Features and Benefits:
• Designed for schools & sporting clubs - PWD approved design
• Ideal for splashback mounted taps or drink bubblers
• Radius corners for easy cleaning, hygiene and safety
• Troughs come with standard tap holes for easy installation of bib taps 

(standard) or with no tap holes
• 316 grade stainless steel option available
• Freestanding option requires 4 legs on models 900 - 2000mm long  

and 6 on 2400 -  3900mm long models
• Pre-plumbed models have a manifold for easy, single point water 

connection

Trough S7

Model: SPPL.WT.S7.w.xxxx.yy.zz
SPPL = Stoddart Plumbing Product 
WT = Wash Trough
S7 = S7 Style
w = R = Right Hand Waste
 = L = Left Hand Waste 
xxxx = Nominated Length
yy = PG = Pre-plumbed
zz = FS = Freestanding (optional)
eg.: for specification and ordering quote   
Code: SPPL.WT.S7.R.1800
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Specifications:

Construction: Fully welded seamless 304 grade 1.2mm thick 
stainless steel construction, no.4 satin finish. 
Splashback for pre-plumbed models have an 
extra 2mm SS panel with m4 tapped holes  
for bubbler screws & SS mounting channel and 
manifold for easy single point water connection.

Water Connection: 1/2” BSP water connection required

Waste Connection: 50mm, PVC waste supplied, trap is not included

Tap Locations: Tap holes are typically punched in the 
splashback at 450mm centres

Unit Fixing: The Trough is supplied with stainless steel 
wall mounting brackets with 11mm fixing holes 
and stainless steel Z clips for splashback.
Optional freestanding frame has braced legs & 
adjustable feet that can be screwed to ground. 
Leg assemblies are supplied loose for freight 
efficiency.

Model No. L x D x H (mm)

SPPL.WT.V.S7 Nominated x 400 x 589

Custom units available

Tapware Options:

CMPL.0982 CMPL.0545CMPL.0987CMPL.0986

Sold Separately

CMPL.0968CMPL.0922


