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Due to continuous product research and development,
the information contained herein is subject to change without notice.

www.stoddart.co.nz

MS.BEI.W300 300 x 805 x 1115 4 legs 20kg

MS.BEI.W450 450 x 805 x 1115 4 legs 25kg

MS.BEI.W600 600 x 805 x 1115 4 legs 30kg

MS.BEI.W900 900 x 805 x 1115 4 legs 35kg

300 / 450 / 600 / 900

11
15

90
0

805

21
5

50
63

5
21

5

MS.BEI.Wxxx
Infill Bench - Waldorf Profile

• Profile of bench to match Waldorf equipment
• Robust 304 grade stainless steel top (1.2mm) with galvanised 

steel reinforced backing (2mm), silicone sealed seams and 
stiffening cross channel on MS.BEI.W0900

• 150mm bevelled edge stainless steel splashback with rear 
fixing holes for wall fastening. For vermin proofing to comply, 
unit must be fastened and sealed to wall

• Stainless steel tube legs (Ø38mm) with height adjustable 
stainless steel feet for a 900mm working height

• Stainless steel undershelf (1.2mm) with stiffening channels
• Supplied flat packed ready for assembly
• Lifetime quality guarantee (Terms and conditions apply, see website)

Model W x D x H mm Legs Weight
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