
CREDENTIALS
GUNLOCKE

FULL BANK CREDENZA
ASSEMBLY

AA013-0006-00

GENERAL NOTES
1. ALWAYS PROTECT THE WORKSURFACE DURING INSTALLATION.
2. ALWAYS LEVEL UNIT(S) AT FINAL LOCATION.
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CHASSIS ASSEMBLY HARDWARE

11917-4616-35
BOLT JT CONN 1/4-20 HX

19917-4701-35
SCR 1/4-20 30 UHD

BACK PANEL ASSEMBLY HARDWARE

19917-4488-36
CAM STUD 19928-0061-35

CAM FASTENER

19896-0006-04
3/8X1-1/2 DOWEL

WORKSURFACE ASSEMBLY HARDWARE

19917-4327-36
 SCR TP-AB 10X1-1/2 FT PH



BACK PANEL ASSEMBLY AA013-0006-00
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NOTE: ASSEMBLE THE BACK PANEL ON ONE SIDE ONLY.
   ASSEMBLE THE PEDESTALS BEFORE ATTEMPTING
   TO LOCK THE OPPOSITE SIDE OF THE BACK PANEL IN PLACE.

A  INSERT CAM STUD 
   INTO END PANEL

B  PRESS DOWEL
   INTO BACK PANEL

C  ONCE BACK PANEL IS IN PLACE
   USE A SCREWDRIVER TO ROTATE
   CAM FASTENER UNTIL IT LOCKS

   INTO CAM STUD



CHASSIS ASSEMBLY AA013-0006-00
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11917-4616-35
BOLT JT CONN 1/4-20 HX

19917-4701-35
SCR 1/4-20 30 UHD

NOTE: WITH THE BACK PANEL ASSEMBLED ON ONE END.
   ENSURE THAT AS THE PEDESTALS ARE BROUGHT TOGETHER AND ALIGNED
   THAT THE CONNECTIONS FOR THE BACK PANEL ALIGN WITH THE OPPOSITE END PANEL.

ALIGN THRU HOLES (4 PLACES)
IN END PANELS

INSERT CONNECTING BOLT
AND SCREW PANELS TOGETHER



WORKSURFACE ASSEMBLY AA013-0006-00
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2  AFTER ALIGNING THE WORKSURFACE TO THE PEDESTALS, ATTACH THE WORKSURFACE

1  ALIGN THE WORKSURFACE TO THE PEDESTALS

19917-4327-36
 SCR TP-AB 10X1-1/2 FT PH

WORKSURFACE
TO BE FLUSH
TO END PANEL

WORKSURFACE 
TO BE FLUSH

TO END PANEL

WORKSURFACE TO BE
FLUSH TO FRONT OF END PANELS

(2-5/8)
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