
www.stoddart.com.au
www.stoddart.co.nz

Due to continuous product research and development,
the information contained herein is subject to change without notice.

Product Information:

Specifi cations:

• Quartz infrared lamps deliver optimal heat and lighting across all food 
prep and serving areas

• Overhead heat lamp assemblies designed for pass-through setups, 
featuring a fully extruded aluminum body and stainless steel safety 
cages for each quartz infra-red lamp

• Standard model includes an integrated on/o�  switch, plug and lead

• Not suitable for use in enclosed gantries

• 12-month onsite warranty

Model W.HLE1750.S

W x D x H (mm) 1820 x 118 x 83

Total Connected Load 1.2kW

Electrical Connection 240VAC / 50Hz
(10A plug & lead fi tted)

118

83

1783 (Mounting Centres)

444 (Heat Lamp Spacing)

1750

444 (Heat Lamp Spacing) 444 (Heat Lamp Spacing)

1810

Model W.HLE1150.S

W x D x H (mm) 1210 x 118 x 83

Total Connected Load 0.9kW

Electrical Connection 240VAC / 50Hz
(10A plug & lead fi tted)

118

83

1183 (Mounting Centres)

366 (Heat Lamp Spacing) 366 (Heat Lamp Spacing)

1150
1210

Model W.HLE1450.S

W x D x H (mm) 1510 x 118 x 83

Total Connected Load 1.2kW

Electrical Connection 240VAC / 50Hz
(10A plug & lead fi tted)

118

83

1483 (Mounting Centres)

344 (Heat Lamp Spacing)

1450
1510

344 (Heat Lamp Spacing) 344 (Heat Lamp Spacing)

Model W.HLE0850.S

W x D x H (mm) 910 x 118 x 83

Total Connected Load 0.6kW

Electrical Connection 240VAC / 50Hz
(10A plug & lead fi tted)

118

83

884 (Mounting Centres)

432 (Heat Lamp Spacing)

850
910
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W.HLE0850.S / W.HLE1150.S / W.HLE1450.S / W.HLE1750.S
Heat Lamp Assemblies - Standard


