


15

84372

R134a HOSES WITH 1/2” ACME-F AND 14 MM-M AUTO A/C FITTINGS

HOSE LENGTH 36” 60” 72” 96”

Blue-14 mm-M x 1/2” ACME-F 84361 84601 84721 84961

Yellow w/Shut-off Valve 1/2” ACME-F x 1/2” ACME-F 84362 84602 84722 84962

Red-14 mm-M x 1/2” ACME-F 84363 84603 84723 84963

Black-1/2” ACME-F x 1/2” ACME-F 84364 84604 84724 84964

Black Conversion Hose 1/2” ACME-F x 1/4” FL-F 98364 98604 98724 98964

Yellow w/o Shut-off Valve 1/2” ACME-F x 1/2” ACME-F 84365 84605 84725 84965

SETS Blue/Red 14 mm-M x 1/2” ACME-F and Yellow 
w/Shut-off Valve 1/2” ACME-F x 1/2” ACME-F 

84336 84360 84372 84396

Mastercool R134a charging hoses meet SAE J2196 specifications and are UL tested. Tested for working 
pressure of 600 PSI and burst pressure of 3000 PSI.   

    

83372

R1234yf HOSES (Meets J2888, EPA, SAE & UL Standards)

Nylon Barrier Hoses, Working Pressure 800 PSI, Burst 4000 PSI

HOSE LENGTH 60” 72”

Blue-12mm-M x 12mm-M 83601 83721

Yellow-12mm fitting x 1/2 x 16 ACME LH 83602 83722

Red-12mm-M x 12mm-M 83603 83723

SET blue/red 12mm-M x 12mm-M and yellow 12mm fitting x 1/2 x 16 
ACME LH

83660 83372

SERVICE HOSE REPLACEMENT PARTS

42014

82010

1/4” SAE 1/2” ACME 14 mm-M 
O-RING

UNF 1/2 - 20”

GASKET DEPRESSOR GASKET DEPRESSOR GASKET DEPRESSOR

Charging Hoses 42010-10 42014-10 82010-10 42014-10 83341-10 42010-10 42014-10

Shut-Off Valve 90336-10 N/A 82336-10 N/A N/A N/A N/A

HOSES

80011     HEAVY DUTY RATCHET HOSE CUTTER
Ratcheted action makes this cutter extremely easy to operate resulting in quick, clean cuts. Cutting blade is 
made of special alloy, heat treated steel for long life. Cuts all rubber hoses and PVC pipe up to  
1 1/2” (38 mm) O.D.   
(Not recommended for PVC200) 

80111   Replacement blade for 80011

80013     AUTOMOTIVE REFRIGERANT HOSE CUTTER
Makes quick, clean cuts. Cuts rubber automotive refrigerant hoses up to 1 1/2” O.D.

80113   Replacement blade for 80013


