
Clear Digital™ presents Vue™ video wall, a striking 
LED display that delivers an ideal blend of simplicity, 

versatility,  and technological capabilities. The Vue video 
wall also features our new LED-protective PixelGuard™, 
ideal for high traffic areas with increased contrast for a 

more seamless and defined image.
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getcleardigital.com

Vivid Brilliance: HD quality display

Massive Screenspace: Four sizes up to 220”

Fast Turnaround: Average 45 day delivery

Slim Design: 38.5 mm thickness on all sizes

Easy Access: Modular setup & front access 
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Requirement

Available Sizes: 110”, 138”, 165”, & 220”

Depth: 38.5 mm thickness on all sizes

Brightness: Adjustable up to 600 nits

Maintenance: Front

Viewing Angle: 160º horizontal / 160º vertical

Interface: HDMI Input (x1; 1.4; HDCP compliant) (1), USB (2), LAN (1), Audio output (1), RS32 control (1)

Ratio: 16:9

Brightness Adjustment: Manual & auto

Operating System: Android  7.1, 32GB storage, 4GB RAM

Stand: ADA compliant stand available for sizes up to 165”*

PixelGuard: Comes standard, available for all sizes

Wireless Screen Casting: Clear Touch Collage™ comes standard with all sizes

Warranty: 2-year standard; 3-year with certified re-seller; extensions available

Certification: FCC & CE certifications

Spare Tiles: Orders are shipped with additional 4% of total tiles

Ambient Temperature: -10˚C-40˚C Humidity; 10%-65%RH; 14˚ F to 104˚ degrees Fss

Universal
Specifications

100520

Contact a Clear Touch Sales Representative for pricing or a demo:

864.973.7973 |  getcleardigital.com/demo

Display 
Specifications

**Not including bracket or wall hanging strips

Weight** 295.4 Ibs 443.1 Ibs 621.7 Ibs 1160.7 Ibs

Display Area 2440 x 1373 mm   3050 x 1716 mm  3660 x 2059 mm 4880 x 2745 mm

Pixel Pitch  1.2 mm 1.5 mm 1.9 mm 2.5 mm

Resolution 1920 x 1080 1920 x 1080 1920 x 1080 1920 x 1080

Suggested  ≥5.5 ft  ≥7 ft       ≥8.5 ft ≥11.5 ft
Viewing Distance
                     

 110" Vue 138" Vue 165" Vue 220" Vue 

Dimensions* 2453 x 1503 3063 x 1846 3673 x 2189 4893 x 2875
x 38.5 mm x 38.5 mm x 38.5 mm x 38.5 mm 

Amperage                      17A                                26A                                   27A                                 48A

Average Power      576w                         900w                          918w                          1632w

20A AC                           1                          2                          2                           3
Requirement 


