
Via Alarm Module For Manufacturing Equipment

Multiple Channel Temperature Alarm

Monitors, Records and Alarms temperature; when a pre-set ‘trigger’ is hit, (ie Temperature goes 
above 70ºC) the Alarm Module throughit’s dry contacts will activate a local 
Alarm/Horn/Fan/Light  etc. AND the logger can dial out through a modem for instant remote 
access. 

Another data-logging solution from ACR Systems.
Recommended Loggers - SmartReader Plus 8 & Alarm Module 100

01-0015  8 Channel 32k
01-0129  8 Channel 128k
01-0158  8 Channel 1.5M

01-0098  YA-200 
Stereo Y Adapter 
(+ 1’ stereo cable)

01-0165 PS-201 NA
Network Power Supply
(Comes with Alarm Module)

120V Power Supply

9 to 25 Pin  Connector

18-0023 MA-100 Null Modem Adapter

01-0301 USM-R
US  Robotics 33.6  Remote Modem

IC-101

Send Alarm to a Pager 

And/or

1000’ Max.

31-0024 CB-020
Extension Cable

LARM ODULEA M

Relay
Contacts
2A Max

N/C

Com

N/O

N/O

Com

N/C

Monitor temperatures
Bearings

Motors
Exhaust

On/Off switches
Belt Drives

Transmissions
Transformers

210-12960 84th Ave. 
Surrey, B.C. Canada
V3W 1K7

Tel: 604-591-1128
Toll Free: 1-800-663-7845
Fax: 604-591-2252

ACR Systems Inc.
www.acrsystems.com
Technology Made To MeasureACR is an ISO 9001 Registered Company
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