
CREATING A NEW STANDARD
FOR SAFETY

CO71
Carbon Monoxide Detector

Detects CO levels from 0 to 999 ppm

Tri-color LED warning indicates 
3 levels concentrations

•  LED blinks GREEN when 
CO is 2-9 ppm

•  LED blinks AMBER when 
CO is 10-35 ppm

•  LED blinks RED with an 
Audible Alert at 35 ppm 
indicating dangerous CO levels

MAXCAPTURE continually updates 
highest CO reading

Auto Zone activates upon turn on

Backlit display
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The CO71 is used to monitor Carbon Monoxide (CO) levels in
commercial and residential living spaces, warehouse
operations, combustion engine repair facilities, public facilities
and any other indoor areas where people may work or live. The
full-featured, compact design of the CO71 allows for easy use in
most any working environment.

The CO71
has the following features:
• Displays CO from 0 to 999 ppm
• Tri-color LED indicates concentrations at 3 levels complying with residential 

and work place standards
• Auto Zero activates upon turn on
• MAXCAPTURE continually updates to provide the highest CO reading
• Audible Alert triggers above 35 ppm indicating threshold of dangerous 

CO concentration
• Backlit display
• Three year limited warranty

Range 0 - 999 ppm
Resolution 1 ppm
Accuracy ±(3% of reading + 1 ppm)
Visual LCD and LED
Alarms          Visual Green 2 - 9 ppm

Yellow 10 - 34 ppm
Red >35 ppm

Audible >35 ppm increasing frequency
w/concentration

Battery 9V standard alkaline
Ambient Temp 32˚ to 104˚F (0˚ to 40˚C)
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