
© 2016 Ergotron, Inc.      www.ergotron.com      All rights reserved

COMPACT DUAL MONITOR ARM

LX Desk Dual Direct Arm

•  Increases viewing comfort: Helps reduce 
eye, back and neck strain

•    The low-profi le monitor cross-bar 
provides a compact range of motion

•    Easily move two monitors 
simultaneously

•  Each monitor has individual up/down tilt

•  Position LCD screens for maximum 
ergonomic comfort—promotes wellness 
in any work area

•  Free up your desktop to increase 
your workspace

•   Easy to use—simple installation and 
eff ortless operation

•  Patented CF™ motion technology 
provides premium ease-of-use display 
adjustment

•  Passes Ergotron’s 10,000-cycle motion 
test, which ensures years of trouble-free 
height adjustment

Create a fully adjustable side-by-side monitor confi guration that lifts both LCD 
screens simultaneously to where they’re easier to see while reclaiming valuable 
desktop space.

Reposition your LCDs with just a touch. Up. Down. Forward. Back. The low-profi le 
monitor cross-bar provides a compact range of motion that is suitable for most desks.
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RECOMMENDED ACCESSORY: 

LX DUAL DIRECT HANDLE KIT 98-037-062

EACH MONITOR  
HAS INDIVIDUAL  
UP/DOWN TILT

LX Desk Dual Direct Arm

Download additional literature at ergotron.com
For more information:
NORTH AMERICA 800.888.8458 / +1.651.681.7600 / sales@ergotron.com
EMEA +31.33.45.45.600 / info.eu@ergotron.com
APAC apaccustomerservice@ergotron.com
OEM info@oem.ergotron.com
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LX Dual Direct  
Arm

LX Dual Direct  
Handle Kit

Part #  
(Color)

45-489-026 polished aluminum  
45-489-216 white  
45-489-231 silver

Grommet Mount Kit sold separately (98-034)

98-037-062

Includes
LX Arm, extension, desk clamp, dual bow,  

(2) monitor pivots, 7" pole,  
and monitor mounting hardware

Handle and handle mounting hardware

Typical 
LCD Size

 25" —

LCD SIZE IS APPROXIMATION. DIMENSION IS DIAGONAL MEASUREMENT OF SCREEN.  
LCD SIZE MAY BE EXCEEDED AS LONG AS SCREEN WEIGHT DOES NOT EXCEED MAXIMUM WEIGHT CAPACITY OF THE MOUNT.

Weight  
Capacity 2–11 lbs (1–5 kg) —

Lift 13”  (33 cm)
5.7"–10" (14,5–25,4 cm)  

Adjustable vertical height from center of monitor 
pivot to top of handle

Tilt 15° / 15° —

Pan 360° —

Rotation 360° —

VESA VESA FDMI MIS-D, 100/75, C (100 x 100 mm  
& 75 x 75 mm hole pattern) —

Extension  24.3" (61,7 cm) —

Shipping  
Weight

15.5 lbs  
(6,6 kg)

13.3 lbs  
(1,5kg)

Shipping 
Dimensions

32.8" X 13" X 7"  
(83 X 33 X 18 cm)

14.6" x 13" x 8.4"  
(37 X 33 X 21 cm)

Warranty 10 years

THE LOW-PROFILE  
MONITOR CROSS-BAR  
PROVIDES A COMPACT  

RANGE OF MOTION


