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Plugs & Connectors
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STOP! 
CALL AN  ELECTRICIAN

SAFE TO USE• Full diagnostic capability
• 24/7 diagnostic monitoring 
• Super bright LED technology
• SmartMonitor® module
• Keyed body and cover
• Easy to wire
• Clear internal wiring cover
• Non-slip finger grips
• Color coded terminal screws
• Multiple cord grommets included
• Rubberized outer body
•Safety yellow and blue body
•Compatible with power tools

Standard Features:

• No ground / open ground
• Loss of ground in cord 
• Hot / neutral swap
• Reverse polarity
• Hot on ground
• No neutral / open neutral

24 / 7 Monitoring:

• AEGCP compliant
• Save time, eliminate cord testing 
• Improve safety with constant protection
• OSHA 1926.404(b) compliance

Assured Equipment Grounding 
Conductor Program:

Perma-Link®

• Internal cord seal
• Dual screw self-centering clamp 

• Rubberized outer body

Perma-Link® Cord Clamp 
Style Features:

Perma-Grip™

• Nickel plated solid brass blades
• Sealing cord grip nut design 

• Rubberized outer body

Perma-Grip™ Cord Grip 
Style Features:

Perma-Tite® 2

• All weather NEMA 6P rated, IP69K certified
• Nickel plated solid brass blades

• Sealing cord grip nut design 
• 360° indication

Perma-Tite® All Weather 
Cord Grip Style Features:
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Configuration

Electrical Ratings Perma-Link® Perma-Grip™ Perma-Tite®

Plugs Connectors Plugs Connectors Plugs Connectors

5-15 15A, 125V 1510-PML 1610-CML 1510-PMGL 1610-CMGL 1510-PW6PL 1610-CW6PL

5-20 20A, 125V 1512-PML 1612-CML 1512-PMGL 1612-CMGL 1512-PW6PL 1612-CW6PL
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SmartMonitor® Factory Assembled Cord Sets:

• Factory assembled to meet the most demanding industrial
  and construction applications
• Available with Ericson’s Perma-Link®, Perma-Grip™, or Perma-Tite® 
  plugs and connectors
• Manufactured using heavy-duty SOW cord for maximum 
  durability and longevity

1510PW6PL143B

Use for numerical length 

only when “z” is used.

* - 10/3 only available in cord clamp style

1510

Plug/Connector
NEMA Designator

P

Overall Environmental Grade
PML= Industrial Light

PGML = Industrial Medium
PW6PL = Extreme industrial water tight ends

143

cord size
  103 = 10/3 SOW*

123 = 12/3 SOW
143 = 14/3 SOW
163 = 16/3 SOW

A *

Length
A = 25 ft. OAL
b = 50 ft. oal

D = 100 ft. OAL
z = custom

(OAL = Overall length)

NEMA
Configuration

Electrical Ratings Plugs/Connectors 
Code

Amps Volts

5-15 15 125 1510

5-20 20 125 1512

Cord Set Selection Guide:

CUSTOM CORD PRINTING AVAILABLE!
Your logo, your name, your information.

RFID TAGGING AVAILABLE!
Protect your investment with our RFID system.


