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6 TON IN-LINE CRIMPER 
EK425LX

• Intelli-CRIMP® technology includes a pressure sensor to monitor the 
crimping force of each crimp and provides the operator with a visual and 
audible alert if the pressure is below specifications

• In-line tool style is lightweight and very easy to control

• Crimping head rotates 350°

• LED work light illuminates dark work areas

• Available with 120V, 12V or 230V battery charger 

• One-button operation

• LED display

• Bluetooth® enabled

CONNECTOR CAPACITY

• 5/8" Service Entrance Connectors: 10-1/0 AWG

• .840 Service Entrance Connectors: 1/0-4/0 AWG 

• Aluminum “H” Taps: 6-4/0 AWG

• Copper “H” Taps: 10-2 AWG

• Copper Tension Splices: 6-2/0 AWG

• Aluminum Tension Splices: 6-4/0 AWG

• One Piece ACSR Tension Splices: 4-1/0 AWG

• Two Piece ACSR Tension Splices: 2 AWG-477 kcmil

• Aluminum Jumper Splices: 4 AWG-266.8 kcmil

• Stirrups: 2-4/0 AWG

• Aluminum Color-Coded Lugs and Splices: 8-4/0 AWG

• See page 18 for dies

CRIMPING JAWS

CAT NO.  UPC NO.  DESCRIPTION

EK425LXDO11 60905 Crimper, 6T Li-ion, STD, CJD30, 120V
EK425LXDO12 60906 Crimper, 6T Li-ion, STD, CJD30, 12V
EK425LXDO22 60907 Crimper, 6T Li-ion, STD, CJD3O, 230V
EK425LXDOB 60908 Crimper, 6T Li-ion, STD, CJD30, Bare
EK425LXDBG11 60909 Crimper, 6T Li-ion, STD, CJD3BG, 120V
EK425LXDBG12 60910 Crimper, 6T Li-ion, STD CJD3BG, 12V
EK425LXDBG22 60911 Crimper, 6T Li-ion, STD, CJD3BG, 230V
EK425LXDBGB 60912 Crimper, 6T Li-ion, STD, CJD3BG, Bare
EK425LXK11 60913 Crimper, 6T Li-ion, STD, CJK, 120V
EK425LXK12 60914 Crimper, 6T Li-ion, STD, CJK, 12V
EK425LXK22 60915 Crimper, 6T Li-ion, STD, CJK, 230V
EK425LXKB 60916 Crimper, 6T Li-ion, STD, CJK, Bare
EK425LXD11 60917 Crimper, 6T Li-ion, STD, CJD3, 120V
EK425LXD12 60918 Crimper, 6T Li-ion, STD, CJD3, 12V
EK425LXD22 60919 Crimper, 6T Li-ion, STD, CJD3, 230V
EK425LXDB 60920 Crimper, 6T Li-ion, STD, CJD3, Bare

EK425LX

CAT NO.  UPC NO.  DESCRIPTION

05167 05167 18V 4.0Ah Li-ion Battery
52178 52178 120V Li-ion Battery Charger
52179 52179 230V Li-ion Battery Charger
52190 52190 12V Li-ion Battery Charger
12274 12274 Carrying Strap
CP1 22041 Tool Pouch

ACCESSORIES

SPECIFICATIONS

• Crimping Force: 6 Tons (54kN) 

• Length: 14-3/4" (375mm) without head or battery

• Width: 4" (108mm)

• Weight: 6.6 lbs (3kg)

• Battery: 18V 4.0Ah Li-ion

• Cycle Time: ~4 seconds

• Charge Time: 40 minutes

ERGONOMICS

•   Maneuverability and reduced weight provide improved working postures

• In-line trigger strengthens grip biomechanics
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