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Product Description: 
Hakko FX-301B Digital Solder Pot 
 
Part No: 
FX301B-03 
 
Specification: 
Model FX-301B 
Power Consumption 290W 120VAC 
Weight 
(w/o solder & cord) 

1.7 kg 
(3.74 lb.) 

Dimensions 
(W x H x D) 

143 x 100 x 220 mm 
(5.6 x 4.0 x 6.7 in.) 

 
Crucible Size 50 x 50 mm 75 x 75 mm 

Temp Range 200~450°C 
(400~840°F) 

200~380°C 
(400~720°F) 

Crucible Dimensions 
(W x D x H) 

50 x 50 x 43.5 mm 
(2.0 x 2.0 x 1.7 in.) 

75 x 75 x 52.5 mm 
(3.0 x 3.0 x 2.1 in.) 

Solder Capacity 0.85 kg 
(1.87 lb.) 

1.2 kg 
(2.64 lb.) 

 
Comments: 
The Hakko FX-301B Digital Solder Pot is an updated version of the Hakko FX-301 Digital Solder Pot that has 
been updated to include Extended Life Crucibles as standard, and individually replaceable heating elements 
which lowers service cost. 
 
For more information on the FX-301B Digital Solder Pots, please visit our web site at www.HakkoUSA.com 
 
Hakko FX-301B Digital Solder Pot 
http://www.hakkousa.com/detail.asp?CID=49,127&PID=4481&Page=1 
 
 


