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The HAKKO FX-601 Soldering Iron is ideal for soldering 
applications that require mobility or a long reach. The slender, 
ergonomic handpiece allows you to solder for long periods of time 
without hand fatigue.

FX-601
SOLDERING IRON

SPECIFICATIONS

HANDPIECE

Tip Series T19 Series see page 48 

Input Voltage 120 VAC, 50 / 60Hz

Power Consumption 67 W

Temperature Range Approx. 464 °F - 1004 °F / 240 °C - 540 °C

Temperature Stability ±1.8 °F / ±1 °C at idle temperature

Heater Type HAKKO True Ceramic™

Cord Length  6.0 ft / 1.8 m

FEATURES & BENEFITS

• Adjustable temperature control

• Fast recovery 

• Portable & lightweight

• Ceramic heating element. 

 For more information 
Scan QR Code. 

    

For Part No. FX601-02/P

A protective safety cap for the HAKKO FX-600/601 soldering irons. 
see page 47

T19
SERIES TIPS

T19-B T19-B2 T19-C3 T19-C4

 

T19-C65 T19-D5 T19-D24 T19-D32

T19-D65 T19-I

           T19 SERIES TIPS FOR USE WITH FX-8805 & FX-601 HANDPIECES

    

For more T19 Series information 
Scan QR Code. 
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