
5 kV, 10 kV and 15 kV  
                                               

test lead selection chart
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Now includes applications requiring 15 kV!

■■ 35 TΩ maximum resistance range

■■ High noise immunity up to 8 mA

■■ Safety up to CATIV 1000 V to 4000 m

■■ Operate with battery or ac source

■■ Maximum injection current in the industry

■■ up to 6 mA

■■ Fire retardant dual-case design

Megger S1 Series - 5/10/15 kV insulation  
testers work wherever you work...even up to 765 kV substations.

For your FREE copy of Megger’s  
Guide to Insulation Testing Above 1 kV, 
Visit www.megger.com/getbook.



                                     5 kV, 10 kV and 15 kV  
                                               test lead selection chart

Leads supplied as standard and optional

5 kV Insulation testers 10 kV Insulation 
testers

15 kV Insulation tes-
ters

Clip type Clip 
capacity HV Plug Cat. No. on  

datasheet

Cat. No.
New
(if applicable)

Description Safety CAT 
rating BM15 MJ15 MIT515 MIT525 S1-568 MIT1025 S1-1068 MIT1525 S1-1568

Medium test clip

18mm

1002-531 1008-022 3m (10ft), 6 kV MEDIUM insulated clip, set of 3 CATIV 600V n n n n n n n

1002-641 5m (16ft), 6 kV MEDIUM insulated clip, set of 3 CATIV 600V

1002-642 8m (26ft), 6 kV MEDIUM insulated clip, set of 3 CATIV 600V

1002-643 10m (33ft), 6 kV MEDIUM insulated clip, set of 3 CATIV 600V

1002-644 15m (50ft), 6 kV MEDIUM insulated clip, set of 3 CATIV 600V

1005-262 3m leadset (x 3, red, blue, black) , medium insulated clips CATIV 600V n n

1005-263 10m leadset (x 3, red, blue, black) , medium insulated clips CATIV 600V

Large test clip 10 kV

34mm

1002-534 1007-311 3m (10ft), 10 kV LARGE insulated clip, set of 3 CATIV 600V n n

1002-645 5m (16ft), 10 kV LARGE insulated clip, set of 3 CATIV 600V

1002-646 8m (26ft), 10 kV LARGE insulated clip, set of 3 CATIV 600V

1002-647 10m (33ft), 10 kV LARGE insulated clip, set of 3 CATIV 600V

1002-648 15m (50ft), 10 kV LARGE insulated clip, set of 3 CATIV 600V

Large test clip 15 kV

38mm

1005-259 5m leadset (x 3, red, blue, black) , large insulated clips CATIV 1000V

1005-260 10m leadset (x 3, red, blue, black) , large insulated clips CATIV 1000V

1005-261 15m leadset (x 3, red, blue, black) , large insulated clips
CATIV 1000V

Compact clip

18mm

8101-181 NLA 3m (10ft), BARE COMPACT clip, set of 3 NONE

8101-182 NLA 8m (26ft), BARE COMPACT clip, set of 3 NONE

8101-183 NLA 15m (50ft), BARE COMPACT clip, set of 3
NONE

Compact clip 6220-835 3m (10ft), BARE COMPACT clip,  
5 kV SCREENED black lead, 3 clips, 2 leads

NONE

6311-080 15m (50ft), BARE COMPACT clip,  
5 kV SCREENED black lead, 3 clips, 2 leads

NONE

6220-834 3m (10ft), BARE COMPACT clip,  
10 kV SCREENED black lead, 3 clips, 2 leads

NONE

6220-861 10m (33ft), BARE COMPACT clip,  
10 kV SCREENED black lead, 3 clips, 2 leads

NONE

6220-833 15m (50ft), BARE COMPACT clip,  
10 kV SCREENED black lead, 3 clips, 2 leads NONE

Large test clip 15 kV

38mm

1005-266 3m (9.8ft) Leadset, 15kV Screened, large insulated clips CATIV 1000V

1005-267 10m (33ft) Leadset, 15kV Screened, large insulated clips CATIV 1000V

1005-268 15m (49ft) Leadset, 15kV Screened, large insulated clips CATIV 1000V

1005-269 20m (66ft) Leadset, 15kV Screened, large insulated clips
CATIV 1000V

1 kV un-fused

20mm

6220-822 3m (10ft), 1kV insulated probe and clip set for  
CONTROL CIRCUIT TESTING, set of 2

Clip = CATIII
Probe = CATIV
600V

1005-264 3m (10ft), 1kV insulated probe and clip set for  
CONTROL CIRCUIT TESTING, set of 2 Clip = CATIII

Probe = CATIV
600V

1 kV un-fused

20mm

1002-913 1.25m (4ft) 1kV insulated FUSED probe and clip set  
for <1 kV voltage measurements, set of 2. CATIV 600V

1005-265 1.25m (4ft) 1kV insulated FUSED probe and clip set  
for <1 kV voltage measurements, set of 2. CATIV 600V

Supplied as standard

Optional
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Now includes applications requiring 15 kV!

■■ 35 TΩ maximum resistance range

■■ High noise immunity up to 8 mA

■■ Safety up to CATIV 1000 V to 4000 m

■■ Operate with battery or ac source

■■ Maximum injection current in the industry

■■ up to 6 mA

■■ Fire retardant dual-case design

Megger S1 Series - 5/10/15 kV insulation  
testers work wherever you work...even up to 765 kV substations.

For your FREE copy of Megger’s  
Guide to Insulation Testing Above 1 kV, 
Visit www.megger.com/getbook.


