
TMP15 Stem Thermometer with Alarm

• For measuring the temperature of air, liquids and semi-solids

• Meets HACCP standards

• Fast response - 1 second sampling rate

• Red alarm light when temperature exceeds 212°F/100°C

• Green alarm light when temperature is lower than 32°F/0°C

• Large digits on backlit display

• Data Hold freezes the reading

• Min/Max records highest and lowest readings

•	 Auto	power	off	(after	10	minutes)

• Includes CR2032 battery and protective probe cover

 

Ordering Information:
TMP15   Stem Thermometer with Alarm

Features:

2.5” (63.5mm) food grade stainless steel probe with .08mm diameter tip
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Specifications
Temperature Range

Accuracy

Resolution

Stem

Sampling Rate

Power

Dimensions/Weight

-58 to 572°F (-50 to 300°C)

±1.8°F /1°C within -4 to 212°F (-20 to 100°C);

±3.6°/2°C -58 to -4°F (-50 to -20°C) and 

212 to 482°F (100 to 250°C)

0.1°F/°C

2.5“ (63.5mm) Food Grade Stainless Steel, 1/16”(.08mm) diameter tip

1 second

CR2032

6.25 x 1.25 x 0.75” (159 x 32 x 19mm) / 1.6oz (45.4g)


