
A range of ironers designed for professionals who require  
the best finish, along with high performance and reliability.  
These ironers are easy to use and are ideal for processing 
flatwork for small to medium applications. 

Best performance is achieved by conditioning the fabric in a tumble 
dryer, the work is then finished in a single pass through the ironer.  
An accurate temperature control enables a wide range of fabrics  
to be perfectly finished, while the full-length pedal and return feed 
facility eases operation.

Laundry
Commercial

JLA 1.5 & 2.1
Dryer Ironer 
JLA 1.9, 2.5 & 3.2
Steam Dryer Ironer



Laundry
Commercial

ROI 01601 0525

Specification
Details  JLA 1.5  JLA 2.1  JLA 1.9 (Steam) JLA 2.5 (Steam) JLA 3.2 (Steam)
Roller (mm Ø)  325 325  510  510  510
Roller Length (working width) (mm)  1540  2120 1900 2530  3165
Capacity (water evaporation) (ltr/hr)  15  20 30  40  60
Speed (mtr/min)  1-5 1-5  1-9  1-9  1-9
Weight (G+E (steam) - net) (Kg) 459  561  1035 (1145)  1265 (1375)  1423 (1533)
Height (mm)  1416  1416  1630  1630  1630
Width (mm)  2313  2895  2837  3470  4103
Depth (mm)  872  872  1173  1173  1173
Exhaust Outlet (mm Ø)  114  114  130  130  130
Gas Connection (“BSP)  3/4 3/4 3/4 3/4 3/4
Voltage Gas/Steam (Volt/ph/Amp)  230/1/10  230/1/10  230/1/10  230/1/10  230/1/10
Voltage Electric (Volt/ph/Amp)  400/3/32  400/3/40  400/3/63  400/3/80 400/3/100
Electric Heat (kW)  15.1  21.24 37.73 49.34 63  
Total Electric Power (kW)  15.7  21.84 38.58 50.19 63.85 
Gas Heat kW (Btu/hr)  24.8 (84/500) 33.9 (115/573) 44.3 (151/192) 57.2 (195/147) 77.3 (263/733) 
Steam Heat kW (Btu/hr)  -  - 48.8 (166/513) 65 (221/789) 81.4 (277/748)
Steam Connection (mm Ø) -  -  25.4 25.4 25.4
Condensate Outlet (mm Ø)  -  -  19  19 19
Safety Valve Discharge (mm Ø)  -  -  12.7 12.7 12.7
Integrated Folder - - Available Available Available

Capacity figures are calculated at no more than 55% residual moisture and are to be used as a guide only.
Please note that the electrical rating may vary from the manufacturers instruction manuals due to UK voltages.

Key Features

  Feeding belts simplify operation and ease positioning  
of the fabric, a pressure roller forces the work onto  
the ironing roller and eliminates creasing.

  Nomex ironing belts extend life and withstand  
temperatures above 200ºC, with no scorching.

  Both the roller and belts rotate to create ‘slip’ which  
adds tension to laundry during ironing to improve finish.

  Strap-tensioning belts maintain correct tension if stretched.

  Optional integrated folding system saves time by folding  
your sheets. Finishing and folding is carried out in a single 
process (steam models only).

  Chromed steel roller is corrosion-resistant, ensuring long life.

  Efficient, premix burner reduces running costs and  
provides even heat distribution by eliminating ‘hot spots’.

  Thermostat control from ambient to 160ºC (gas 170ºC) -  
allows for a wide variety of fabrics to be finished.

  Variable roller speed enables a wide variety of fabrics to  
be processed to a high quality, optimising throughput.

  Return feed for single operator use, allows positioning  
close to a wall and eases operation – the work falls  
neatly into a receiving tray.

  Vapour exhaust improves working environment by  
eliminating condensation.

  Full-length finger guard ensures operator safety.

  Ironing speed is automatically adjusted to suit the  
type of material.
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