
The JLA 16/20 Stack System comprises a 16lb (7.5kg) capacity 
washer and the JLA SD20 (9kg) dryer, which fit in the space of a single 
machine, making it ideal for installations where space is at a premium.

Pre-set programmes eliminate user error while auto-dry cycles prevent 
energy wastage and cut down on ironing and finishing to reduce costs.  
The dryer offers faster drying times than other dryers of the same size  
and offers the unique JLA S.A.F.E. system for peace of mind. 
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Specification
Details (combined) JLA 16/20 Stack System
Height (mm) 2086
Width (mm) 686
Depth (mm) 820
Depth (including open door) (mm) 1463
Net Weight - Gas/Elec (Kg) 320

Details (individual machines) JLA 16 Washer JLA SD20 Dryer
Capacity (Kg/lb)  7.5/16 9/20
Drum Volume (m3/ltr) 0.073/73 0.21/212
G.Force - Low/High spin (Gs) 74/296 -
Door Opening (mm Ø) 300 492
Electrics*  (Volt/ph/Amp)  230/1/45 9kW Heater**   230/1/13 Gas
Electrics*  (Volt/ph/Amp) (s) 230/1/32 6kW Heater**  400/3/16 Elec 8.1kW
Electrics*  (Volt/ph/Amp) 230/1/10 Steam Heated** 230/1/45 Elec 8.1kW**
Electrics*  (Volt/ph/Amp) 400/3/20 9kW Heater**  230/1/32 Elec 5.4kW**
No. of Water Connections (cold/hot) 2/1 1
Water Connection Size (“BSP) 3/4 3/4
Gas Rating kW (Btu/hr) - 11.7 (40,000)
Connection Size (“BSP) - 3/8
Airflow m3 (ft3/min) - 5.4 (191)
Exhaust (mm Ø) - 100
Ventilation/Make-Up Air m2 (in2) - 0.026 (40)
Drain Connection (Gravity)*** (mm Ø) 50 -
Steam Rating Kg (Ib/cycle/hr) 0.72 (1.6) 20.41 (45)

* Each pocket must be protected by its own breaker but both pockets must have one common isolator.
** Optional.
*** Machines are supplied as standard with 2 drain connections at 80mm and 155mm high. These are  
maximum heights with the levelling feet in place. In extreme cases optional raising legs can be supplied  
which will increase the height by a further 75mm or 125mm respectively.
All specifications subject to change without notice.

Key Features

Washer

   Built-in Type ‘A’ air gap eliminates the risk of  
water contamination.

   Microprocessor controls for easy use.

   Free-standing for lower installation costs. 

    1,000rpm super spin reduces drying time by  
up to 30%. Standard spin speed for delicates.

   Two sluice programmes (one with thermal disinfection).

   High build quality with stainless steel finish.

   Liquid feed detergent option.

    Choice of two drain heights, no need for a raising plinth.

Dryer

   LCD display for optimum programming and  
less user error.

   Microprocessor controls for easy use.

   Large lint drawer for more efficient drying.

    Large heavy duty door for easy loading of  
bulk items.

    Slanting rib system in drum to prevent  
balling up.

   Stainless steel drum for durability and hygiene.

    Axial airflow system to give maximum drying  
efficiency and fast results.
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S.A.F.E. dryers – 
unique to JLA
The S.A.F.E. (Sensor Activated Fire 
Extinguishing) system is the result of 
intense research and development in 
response to the growing number of fires 
in commercial dryers – estimated at 
around one a day by the Government.

Two sensors detect any significant 
change in temperature, and activate  
a sophisticated water vapour mechanism 
that soaks laundry to extinguish a fire 
rapidly. No flooding ever takes place, 
so the risk of damage to your property 
through tumble dryer fire is eliminated. 


