
The JLA 7/98 Stack System comprises a washer which complies 
with all healthcare guidelines and water regulations, and a dryer 
that is one of the most efficient on the market – both in terms of 
drying ability and energy usage. 

Together, the stack fits into the space of a single machine,  
making it ideal for installation where space is at a premium.
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Get the best wash in every wash
The JLA Clean detergents range has been specially formulated to
achieve outstanding cleanliness and hygiene. Designed to work in
harmony with our commercial washing machines, the professional 
liquids and powders will give you the results you’d expect from a 
market-leading supplier like JLA and will continue to enhance 
 performance - cycle after cycle.
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Key Features

Washer

  Easy to use.

  Eco-wash programme saves energy by reducing 
water consumption and cycle times by almost half.

   1,400rpm spin for high water extraction and  
less drying time. 

  Four heavy-duty suspension mounts ensure silent 
operation and stability. 

  Free-standing for lower installation costs and  
siting on suspended floors.

  Built-in Type ‘A’ air gap complies with relevant 
water regulations.

   Sluice models available.

  Liquid-feed detergent option.

Dryer

 Stylish and robust.

  Fast-dry cycles ensure low running costs.

  Easy to use with touch control pad and four 
temperature settings.

 Wide door opening for easy loading and unloading.

 Gas or electric heat.
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JLA 7/98
Washer/Dryer Stack System

Specification
Details (combined) JLA 7/98 Stack Sytem
Height (mm) 1994
Width (mm) 683
Depth (mm) 744
Net Weight (Kg) 177 

Details (individual machines) JLA 7 Washer JLA 98 Dryer
Capacity (Kg/lb)  7/15 9.5/20
Drum Volume (ltr) 72 201
G.Force (Gs) 378 -
Microprocessor control ✓ ✓

Free-standing ✓ ✓

Gas Rating kW (Btu/hr) - 5.9 (20,000)
Connection Size (“BSP) - 3/8
No. of Water Connections (cold/hot) 1/1 -
Size (“BSP) 3/4 -
Exhaust (mm Ø) - 102
Make-Up Air m2 (in2) - 0.013 (20)
Airflow m2 (ft3/min) - 5.1 (180)
Gravity Drain Connection (mm Ø) 50 -
Pump Drain Connection (mm Ø) 25 -
Electric Dryer (Volt/ph/Amp) - 230/1/25
Gas Dryer (Volt/ph/Amp) - 230/1/10
Electric Washer 2.3kW (Volt/ph/Amp) 230/1/13 -
Electric Washer 4.2kW (Volt/ph/Amp) 400/3/10 -

All specifications subject to change without notice.
For full specification refer to the ‘installation specification sheet’.
NOTE: A stack unit requires 2 electrical supplies.


