
These heavy-duty dryers have been specially designed and built 
for industrial use, with large and extra-large capacities making 
bulky items such as duvets and sheets easy to handle.

Pre-set programmes eliminate user error, while a permanent press  
cycle and variable temperature settings combine to guarantee  
optimum drying temperatures for all fabrics. For added efficiency  
and convenience, auto-dry cycles prevent energy wastage and  
cut down on ironing and finishing times.
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Specification
Details  JLA D90 JLA D120 JLA D170
Capacity (Kg/lb) 40/90 55/120 77/170 
Height gas (mm) 2105  2207 2540
Height steam (mm) n/a 2261 (operating) 2565 (operating)
Width (mm) 1172 1238 1494
Depth (inc door) (mm) 926 1613 1613
Net Weight gas (Kg) 494 653 953
Net Weight steam (Kg) n/a 784 1025
Drum Volume (m3) 0.67 1.08 1.45
Door Opening (mm Ø) 797 797 797
Control (Microprocessor) Phase 7 Phase 7 Phase 7
Heating (Gas/Steam)
Electrics (Volt/ph/Amp) 415/3/15 415/3/20 415/3/32
No. of Water Connections (cold) 1 1 1
Connection Size (”BSP) 3/4 3/4 3/4
Gas Rating kW (Btu/hr) 102.6 (350,000) 121.6 (415,000) 161.2 (550,000)
Connection Size (”BSP) 1 1 1 1/2
Steam Rating Kg (lb/hr) n/a 204 (450) 329 (725)
Size (”BSP Supply/Ret) n/a 1 1/4 1 1/2
Compressed Air Rating m3 (ft3/hr) 0.07 (2.5) 0.09 (3.25) 0.09 (3.25)
Pressure (psi) 80 80 80
Size (”BSP) 1/8 1/8 1/8
Airflow m3 (ft3/min) 63.71 (2250) 79.28 (2000) 104 (3700) / 124 (4400) steam
Exhaust (mm Ø) Gas - 400 Gas - 400, Steam - 450 Gas - 450, Steam - 500
Ventilation/Make-Up Air m2 (in2)  0.23 (350) 0.26 (415) 0.35 (550)

All specifications subject to change without notice.

Key Features

  Easy one-touch operation with 6 pre-programmed cycles. 

   Large lint filter for efficient drying. 

   Easy to clean.

 Heavy-duty large steel door for easy loading. 

   Teflon coated drum for durability and longer life.

   Self cleaning blower fan.

   Unique roller drive system supports and drives the  
drum and ensures longer life.

   Reversing drum eliminates the possibility of ‘tangling’  
of large items.

   Three-phase motors for durability and longer life.

   Insulated cabinets. Both gas and steam models  
incorporate energy saving insulated cabinets.

JLA D90, 
D120 & D170
Industrial Dryers (S.A.F.E.)

JL
A0

09
3.

20
 | 

02
.1

2.
13

Steam - The steam damper 
system is standard allowing the 
steam coil to stay constantly 
charged, eliminating repeated 
expansion and contraction.
Therefore performance 
surpasses that of conventional 
dryers with steam valves that  
are slow to heat and cool down, 
as well as being less efficient 
and having a reduced life. 

Gas - Hot surface ignition for 
fast ignition and maximum 
efficiency, reducing running 
costs. A powerful 350,000 Btu  
per hour on the 90, 415,000 
Btu per hour on the 120 and 
550,000 Btu per hour on the 
170 ensures fast drying.

The S.A.F.E (Sensor Activated Fire Extinguishing) system is the result  
of intense research and development in response to the growing  
number of fires in commercial dryers – estimated at around one  
a day by the Government.

 

Two sensors detect any significant change in temperature, and activate a 
sophisticated water vapour mechanism that soaks laundry to extinguish 
a fire rapidly. No flooding ever takes place, so the risk of damage to your 
property through tumble dryer fire is eliminated. 

S.A.F.E. dryers – unique to JLA


