
ACTA.PLUS lockers 
SAFELY STOWED  
WELCOME TO THE OFFICE!

375 mm
(1 FL)

DOORS CLOSE
on left or right

SIDE TRIM 
(option)

DECORATIVE BACK 
PANEL 
(option)

STEEL FRONT  
with acoustic 
perforations.

Alternative: wood 
(without acoustic 

perforations)

PLINTH 
H: 30 mm

D: 450/600 mm
W: 400/800 mm

COMBINATION LOCK

TOP 
(option)

LETTER SLOT



The perfect complement:
wardrobes

RFID LOCKING 
(electronic)

CYLINDER LOCK

VISITING CARD 
HOLDER

LETTER SLOT 
(option: shortened front)

FRAME, SQUARE TUBE (20X20 MM)
H: 90 mm, D: 450 mm

PLINTH 
H: 90 mm, D: 450/600 mm

FRAME, RECTANGULAR TUBE (40X20 MM) 
H: 90 mm, D: 450 mm

FRAME, ROUND TUBE (Ø 35 MM) 
H: 150 mm, D: 450 mm

750 mm
(2 FL)

D: 450/600 mm

D: 430/580 mm

PUT YOUR TEAM  
TOGETHER!
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OVERVIEW OF ELEMENTS

ACTA.PLUS lockers
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Dimensions in mm

FL = Filing level

FIND OUT MORE ABOUT 
COLOURED FRONTS 

Wooden fronts with a choice of 
17 different RAL shades 

NOTE:  
The inside of the coloured door is in the chosen carcase 
colour. Exception for Elm (UL), Halifax Oak (9L) and Beige 
(9T), here the inside of the front is always Black (SC).



ACTA.PLUS lockers INFOCARD

■ Standard   □ Option  1FL = Filing level

11

1 | VERSATILE CARCASS
The wooden carcass of the  
ACTA.PLUS lockers is available  
in different heights.

2 | TRIED AND TESTED CYLINDER LOCK
Closure with a key and a cylinder lock.

Continuous

Shortened front/
letter slot

Letter slot

Letter slot with 
acoustic 
perforations

Visiting card holder 
(can be positioned  
as required)

Visiting card holder 
(can be positioned  
as required)

Without acoustic 
perforations

With acoustic 
perforations

Letter slot

STEEL WOOD4

2

3

1

ACTA.PLUS lockers Wardrobes

Wooden carcass,  
MFC/veneer tops ■ ■

Fronts Plastic, coloured  
finish, steel, whiteboard Plastic, steel

Height of plinth: 30 mm, 90 mm ■ ■

Height of frame: 90 mm, 150 mm ■ ■

Heights  
(incl. plinth 30 mm)

405 mm (1 FL1),  
780 mm (2 FL1),  
1.155 mm (3 FL1), 
1.530 mm (4 FL1),  
1.905 mm (5 FL1), 
2.280 mm (6 FL1)

  
1.155 mm (3 FL1), 
1.530 mm (4 FL1),  
1.905 mm (5 FL1), 
2.280 mm (6 FL1)

Widths 400 mm, 800 mm 444 mm, 600 mm

Depths (incl. front) 450 mm, 600 mm 450 mm, 600 mm
Door closure left or right □ □

Locking
     Cylinder lock ■ ■

     Combination lock □

     RFID (electronic) □

8 | CLASSICAL WARDROBE RAIL
The rail for jackets and coats with an 
additional hat shelf is designed for a 

cupboard depth of 600 mm.

9 | PULL-OUT WARDROBE RAILS
This rail is the space-saving option  

for cupboards 450 mm deep.

7 | CHOICE OF HINGE POSITIONS
Carcasses 800 mm wide can have  

an optional central divider.  
Hinges can be on the left or right.

11 | DIFFERENT DOOR OPTIONS
Depending on the requirements  
of the office environment, you can choose 
from a number of different looks.
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3 | VARIABLE COMBINATION LOCKS
There are two types of combination lock: with 
a fixed code or with a programmable code.

4 | BATTERY-POWERED RFID SYSTEM
An electronic locking system which requires 
no additional software and is opened and 
closed by a card. It is suitable for up to 50 
different user cards and can be linked to the 
building entry control system.

5 | OPTIONAL LETTER SLOT
For personal messages and documents.

6 | ADDITIONAL POST BASKET
Where required, this gives you more  
storage space.

Bottom shelf open, 
alternatively with 
front plate
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10 | NUMBERING
Set of numbers to help colleagues find their 
own locker.
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