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CAT NO. OPTICS DRIVER LUMINAIRE 
LUMENS WATTAGE

SEMUST08D Street Dimmable 783 6W

SEMUST08DEM Street Emergency Dimmable 783 6W

SEMUST08DPEC Street Dimmable Photocell 783 6W

SEMUST08DEMPEC Street Emergency Dimmable Photocell 783 6W

SEMUST15D Street Dimmable 1496 11W

SEMUST15DEM Street Emergency Dimmable 1496 11W

SEMUST15DPEC Street Dimmable Photocell 1496 11W

SEMUST15DEMPEC Street Emergency Dimmable Photocell 1496 11W

SEMUFL08D Flood Dimmable 812 6W

SEMUFL08DEM Flood Emergency Dimmable 812 6W

SEMUFL08DPEC Flood Dimmable Photocell 812 6W

SEMUFL08DEMPEC Flood Emergency Dimmable Photocell 812 6W

SEMUFL15D Flood Dimmable 1611 11W

SEMUFL15DEM Flood Emergency Dimmable 1611 11W

SEMUFL15DPEC Flood Dimmable Photocell 1611 11W

SEMUFL15DEMPEC Flood Emergency Dimmable Photocell 1611 11W

SEMUOC08D Cycle Dimmable 802 6W

SEMUOC08DEM Cycle Emergency Dimmable 802 6W

SEMUOC08DPEC Cycle Dimmable Photocell 802 6W

SEMUOC08DEMPEC Cycle Emergency Dimmable Photocell 802 6W

SEMUOC15D Cycle Dimmable 1570 11W

SEMUOC15DEM Cycle Emergency Dimmable 1570 11W

SEMUOC15DPEC Cycle Dimmable Photocell 1570 11W

SEMUOC15DEMPEC Cycle Emergency Dimmable Photocell 1570 11W

SEMITA  
URBAN

Product Features

• Flat to ground lenses utilising precision optics 

• Efficacy up to 146lm/W 

• Multiple Asymetric opitcs options

• Anthracite Grey Die Cast Aluminum 

• Dali Dimmable as standard

Product Drawing

4000K
NEUTRAL
WHITE 5

Warranty

YE
A
R

IP66
Rating

220
-240
Volt

100K
Hours

GREY
FINISH
RAL7016

CAT NO. DESCRIPTION

SEMUCOMFORT Comfort diffuser

Product Accessories
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CAT NO. WEIGHT  
(kg)

L FIX CTR 
(mm)

EFFICACY
Llm/W CRI TEMP RANGE  

(ºC)
AMBIENT TEMP  

AT RATED LIFE(ºC)
L/B AT  

RATED LIFE
VOLTAGE 

RANGE FREQUENCY WARRANTY

SEMUST08D 2.4 310 130 70 -25°C + 40°C 40°C L80 / B10 220-240 50-60Hz 5

SEMUST08DEM 2.4 310 130 70 0°C + 25°C 40°C L80 / B10 220-240 50-60Hz 5

SEMUST08DPEC 2.4 310 130 70 0°C + 25°C 40°C L80 / B10 220-240 50-60Hz 5

SEMUST08DEMPEC 2.4 310 130 70 0°C + 25°C 40°C L80 / B10 220-240 50-60Hz 5

SEMUST15D 2.4 310 136 70 -25°C + 40°C 40°C L80 / B10 220-240 50-60Hz 5

SEMUST15DEM 2.4 310 136 70 0°C + 25°C 40°C L80 / B10 220-240 50-60Hz 5

SEMUST15DPEC 2.4 310 136 70 0°C + 25°C 40°C L80 / B10 220-240 50-60Hz 5

SEMUST15DEMPEC 2.4 310 136 70 0°C + 25°C 40°C L80 / B10 220-240 50-60Hz 5

SEMUFL08D 2.4 310 135 70 -25°C + 40°C 40°C L80 / B10 220-240 50-60Hz 5

SEMUFL08DEM 2.4 310 135 70 0°C + 25°C 40°C L80 / B10 220-240 50-60Hz 5

SEMUFL08DPEC 2.4 310 135 70 0°C + 25°C 40°C L80 / B10 220-240 50-60Hz 5

SEMUFL08DEMPEC 2.4 310 135 70 0°C + 25°C 40°C L80 / B10 220-240 50-60Hz 5

SEMUFL15D 2.4 310 146 70 -25°C + 40°C 40°C L80 / B10 220-240 50-60Hz 5

SEMUFL15DEM 2.4 310 146 70 0°C + 25°C 40°C L80 / B10 220-240 50-60Hz 5

SEMUFL15DPEC 2.4 310 146 70 0°C + 25°C 40°C L80 / B10 220-240 50-60Hz 5

SEMUFL15DEMPEC 2.4 310 146 70 0°C + 25°C 40°C L80 / B10 220-240 50-60Hz 5

SEMUOC08D 2.4 310 133 70 -25°C + 40°C 40°C L80 / B10 220-240 50-60Hz 5

SEMUOC08DEM 2.4 310 133 70 0°C + 25°C 40°C L80 / B10 220-240 50-60Hz 5

SEMUOC08DPEC 2.4 310 133 70 0°C + 25°C 40°C L80 / B10 220-240 50-60Hz 5

SEMUOC08DEMPEC 2.4 310 133 70 0°C + 25°C 40°C L80 / B10 220-240 50-60Hz 5

SEMUOC15D 2.4 310 142 70 -25°C + 40°C 40°C L80 / B10 220-240 50-60Hz 5

SEMUOC15DEM 2.4 310 142 70 0°C + 25°C 40°C L80 / B10 220-240 50-60Hz 5

SEMUOC15DPEC 2.4 310 142 70 0°C + 25°C 40°C L80 / B10 220-240 50-60Hz 5

SEMUOC15DEMPEC 2.4 310 142 70 0°C + 25°C 40°C L80 / B10 220-240 50-60Hz 5
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Luminous Intensity

SEMUFL08D  
Luminaire Performance
Light Output Ratio: 100%

Luminaire Efficacy: 135.5 lm/W

Light Distribution: A30 ↓100%  ↑0%

CIE Flux Codes: 33 72 97 100 100

UGR 4H 8H
(20%, 50%, 70%) C0 / C90: 36 / 26.4

C0 / C180 cd / 100lm c90 / c270

0o

180o 150o150o

120o 120o

90o 90o

60o 60o

30o30o

1.5 Kingfisher Lighting Ltd, LED Semita Urban... (6w LED Semita Urban b...)
1.5.2 LDC

Object
Installation
Project number
Date

:  Football Ground - 100mtr x 65mtr
:  Sports/ Highmast - Football
:  N/a
:  17.09.2020

-please put your own address here-
Page 10/12SEMU Polar Curves 17-09-2020.rdf
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35° 347 214 79
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50° 201 277 64
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60° 41 407 52

65° 32 595 31

70° 24 675 11

75° 14 666 7

80° 3 233 2

85° 2 6 1

90° 0 0 0

cd / 1000 lm

C0 / C180 C90 / C270

Manufacturer : Kingfisher Lighting Ltd
Order number : 6w LED Semita Urban bulkhead with cycle optic
Luminaire name : LED Semita Urban
Equipment : 1 x 6w LED 6 W / 802 lm
Dimensions : L 265 mm x W 46 mm x H 1 mm
File name : rlx_20200917192126.ldt

Efficiency factor : 100%
Luminaire efficacy : 133.67 lm/W (A30)
Light distribution
Beam Angle

: asymmetric
: -- C0
  77.9° C90
  -- C180
  77.9° C270

1.4 Kingfisher Lighting Ltd, LED Semita Urban... (6w LED Semita Urban b...)
1.4.2 LDC

Object
Installation
Project number
Date

:  Football Ground - 100mtr x 65mtr
:  Sports/ Highmast - Football
:  N/a
:  17.09.2020

-please put your own address here-
Page 8/12SEMU Polar Curves 17-09-2020.rdf
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Manufacturer : Kingfisher Lighting Ltd
Order number : 6w LED Semita Urban bulkhead with flood optic
Luminaire name : LED Semita Urban
Equipment : 1 x 6w LED 6 W / 813 lm
Dimensions : L 265 mm x W 46 mm x H 1 mm
File name : rlx_20200917192119.ldt

Efficiency factor : 100%
Luminaire efficacy : 135.5 lm/W (A30)
Light distribution
Beam Angle

: asymmetric
: 63.7° C0
  -- C90
  -- C180
  -- C270

1.3 Kingfisher Lighting Ltd, LED Semita Urban... (11,1w LED Semita Urba...)
1.3.2 LDC

Object
Installation
Project number
Date

:  Football Ground - 100mtr x 65mtr
:  Sports/ Highmast - Football
:  N/a
:  17.09.2020

-please put your own address here-
Page 6/12SEMU Polar Curves 17-09-2020.rdf
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Manufacturer : Kingfisher Lighting Ltd
Order number : 11,1w LED Semita Urban bulkhead with street optic
Luminaire name : LED Semita Urban
Equipment : 1 x 11.1w LED 11 W / 1497 lm
Dimensions : L 265 mm x W 46 mm x H 1 mm
File name : rlx_20200917192106.ldt

Efficiency factor : 100%
Luminaire efficacy : 136.09 lm/W (A30)
Light distribution
Beam Angle

: asymmetric
: -- C0
  -- C90
  -- C180
  -- C270
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Luminous Intensity

SEMUST08D  
Luminaire Performance
Light Output Ratio: 99.9%

Luminaire Efficacy: 130.54 lm/W

Light Distribution: A20 ↓100%  ↑0%

CIE Flux Codes: 27 63 92 100 100

UGR 4H 8H
(20%, 50%, 70%) C0 / C90: 32.3 / 31

C0 / C180 cd / 100lm c90 / c270

0o
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90o 90o

60o 60o

30o30o

1.5 Kingfisher Lighting Ltd, LED Semita Urban... (6w LED Semita Urban b...)
1.5.2 LDC

Object
Installation
Project number
Date

:  Football Ground - 100mtr x 65mtr
:  Sports/ Highmast - Football
:  N/a
:  17.09.2020

-please put your own address here-
Page 10/12SEMU Polar Curves 17-09-2020.rdf
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Manufacturer : Kingfisher Lighting Ltd
Order number : 6w LED Semita Urban bulkhead with cycle optic
Luminaire name : LED Semita Urban
Equipment : 1 x 6w LED 6 W / 802 lm
Dimensions : L 265 mm x W 46 mm x H 1 mm
File name : rlx_20200917192126.ldt

Efficiency factor : 100%
Luminaire efficacy : 133.67 lm/W (A30)
Light distribution
Beam Angle

: asymmetric
: -- C0
  77.9° C90
  -- C180
  77.9° C270

1.6 Kingfisher Lighting Ltd, LED Semita Urban... (6w LED Semita Urban b...)
1.6.2 LDC

Object
Installation
Project number
Date

:  Football Ground - 100mtr x 65mtr
:  Sports/ Highmast - Football
:  N/a
:  17.09.2020

-please put your own address here-
Page 12/12SEMU Polar Curves 17-09-2020.rdf
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Manufacturer : Kingfisher Lighting Ltd
Order number : 6w LED Semita Urban bulkhead with street optic
Luminaire name : LED Semita Urban
Equipment : 1 x 6w LED 6 W / 784 lm
Dimensions : L 265 mm x W 46 mm x H 1 mm
File name : rlx_20200928111347.ldt

Efficiency factor : 99.9%
Luminaire efficacy : 130.54 lm/W (A20)
Light distribution
Beam Angle

: asymmetric
: -- C0
  -- C90
  -- C180
  -- C270
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Luminous Intensity

SEMUST15D 
Luminaire Performance
Light Output Ratio: 100%

Luminaire Efficacy: 136.09 lm/W

Light Distribution: A30 ↓100%  ↑0%

CIE Flux Codes: 28 63 93 100 100

UGR 4H 8H
(20%, 50%, 70%) C0 / C90: 34.6 / 33.4

C0 / C180 cd / 100lm c90 / c270

0o

180o 150o150o

120o 120o

90o 90o

60o 60o

30o30o

1.2 Kingfisher Lighting Ltd, LED Semita Urban... (11,1w LED Semita Urba...)
1.2.2 LDC

Object
Installation
Project number
Date

:  Football Ground - 100mtr x 65mtr
:  Sports/ Highmast - Football
:  N/a
:  17.09.2020

-please put your own address here-
Page 4/12SEMU Polar Curves 17-09-2020.rdf
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Manufacturer : Kingfisher Lighting Ltd
Order number : 11,1w LED Semita Urban bulkhead with cycle optic
Luminaire name : LED Semita Urban
Equipment : 1 x 11.1w LED 11 W / 1571 lm
Dimensions : L 265 mm x W 46 mm x H 1 mm
File name : rlx_20200917192057.ldt

Efficiency factor : 100%
Luminaire efficacy : 142.82 lm/W (A30)
Light distribution
Beam Angle

: asymmetric
: -- C0
  77.9° C90
  -- C180
  77.9° C270

1.4 Kingfisher Lighting Ltd, LED Semita Urban... (6w LED Semita Urban b...)
1.4.2 LDC

Object
Installation
Project number
Date

:  Football Ground - 100mtr x 65mtr
:  Sports/ Highmast - Football
:  N/a
:  17.09.2020

-please put your own address here-
Page 8/12SEMU Polar Curves 17-09-2020.rdf
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Manufacturer : Kingfisher Lighting Ltd
Order number : 6w LED Semita Urban bulkhead with flood optic
Luminaire name : LED Semita Urban
Equipment : 1 x 6w LED 6 W / 813 lm
Dimensions : L 265 mm x W 46 mm x H 1 mm
File name : rlx_20200917192119.ldt

Efficiency factor : 100%
Luminaire efficacy : 135.5 lm/W (A30)
Light distribution
Beam Angle

: asymmetric
: 63.7° C0
  -- C90
  -- C180
  -- C270

1.3 Kingfisher Lighting Ltd, LED Semita Urban... (11,1w LED Semita Urba...)
1.3.2 LDC

Object
Installation
Project number
Date

:  Football Ground - 100mtr x 65mtr
:  Sports/ Highmast - Football
:  N/a
:  17.09.2020

-please put your own address here-
Page 6/12SEMU Polar Curves 17-09-2020.rdf

200

400

600

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

cd / 1000 lm

C0 C90 C180

0° 129 129 129

5° 153 133 105

10° 177 139 80

15° 194 147 85

20° 210 157 89

25° 207 169 96

30° 204 187 104

35° 201 214 92

40° 198 240 80

45° 208 257 68

50° 217 262 56
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Manufacturer : Kingfisher Lighting Ltd
Order number : 11,1w LED Semita Urban bulkhead with street optic
Luminaire name : LED Semita Urban
Equipment : 1 x 11.1w LED 11 W / 1497 lm
Dimensions : L 265 mm x W 46 mm x H 1 mm
File name : rlx_20200917192106.ldt

Efficiency factor : 100%
Luminaire efficacy : 136.09 lm/W (A30)
Light distribution
Beam Angle

: asymmetric
: -- C0
  -- C90
  -- C180
  -- C270
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STANDARD DESCRIPTION

EN 60598-1 Luminaires – General requirements

EN 60598-2-2 Luminaires – Recessed

EN 60598-2-22 Luminaires – Emergency

EN 61000-3-2 Electromagnetic compatibility (EMC) – Part 3-2: Limits – for harmonic current emissions

EN 61000-3-3 Limits – Limitation of voltage changes, voltage fluctuations and flicker in public low-voltage supply systems, 
for equipment with rated current ≤ 16 A per phase and not subject to conditional connection

EN 61547 Equipment for general lighting purposes – EMC immunity requirements

EN 55015 Limits and methods of measurement of radio disturbance characteristics of electrical lighting  
and similar equipment

Luminous Intensity

SEMUOC08D  
Luminaire Performance
Light Output Ratio: 100%

Luminaire Efficacy: 133.67 lm/W

Light Distribution: A30 ↓100%  ↑0%

CIE Flux Codes: 31 67 94 100 100

UGR 4H 8H
(20%, 50%, 70%) C0 / C90: 24.9 / 38.1

C0 / C180 cd / 100lm c90 / c270

0o

180o 150o150o

120o 120o

90o 90o

60o 60o

30o30o

1.5 Kingfisher Lighting Ltd, LED Semita Urban... (6w LED Semita Urban b...)
1.5.2 LDC

Object
Installation
Project number
Date

:  Football Ground - 100mtr x 65mtr
:  Sports/ Highmast - Football
:  N/a
:  17.09.2020

-please put your own address here-
Page 10/12SEMU Polar Curves 17-09-2020.rdf
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Manufacturer : Kingfisher Lighting Ltd
Order number : 6w LED Semita Urban bulkhead with cycle optic
Luminaire name : LED Semita Urban
Equipment : 1 x 6w LED 6 W / 802 lm
Dimensions : L 265 mm x W 46 mm x H 1 mm
File name : rlx_20200917192126.ldt

Efficiency factor : 100%
Luminaire efficacy : 133.67 lm/W (A30)
Light distribution
Beam Angle

: asymmetric
: -- C0
  77.9° C90
  -- C180
  77.9° C270

1.4 Kingfisher Lighting Ltd, LED Semita Urban... (6w LED Semita Urban b...)
1.4.2 LDC

Object
Installation
Project number
Date

:  Football Ground - 100mtr x 65mtr
:  Sports/ Highmast - Football
:  N/a
:  17.09.2020

-please put your own address here-
Page 8/12SEMU Polar Curves 17-09-2020.rdf
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Manufacturer : Kingfisher Lighting Ltd
Order number : 6w LED Semita Urban bulkhead with flood optic
Luminaire name : LED Semita Urban
Equipment : 1 x 6w LED 6 W / 813 lm
Dimensions : L 265 mm x W 46 mm x H 1 mm
File name : rlx_20200917192119.ldt

Efficiency factor : 100%
Luminaire efficacy : 135.5 lm/W (A30)
Light distribution
Beam Angle

: asymmetric
: 63.7° C0
  -- C90
  -- C180
  -- C270

1.6 Kingfisher Lighting Ltd, LED Semita Urban... (6w LED Semita Urban b...)
1.6.2 LDC

Object
Installation
Project number
Date

:  Football Ground - 100mtr x 65mtr
:  Sports/ Highmast - Football
:  N/a
:  17.09.2020

-please put your own address here-
Page 12/12SEMU Polar Curves 17-09-2020.rdf
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Manufacturer : Kingfisher Lighting Ltd
Order number : 6w LED Semita Urban bulkhead with street optic
Luminaire name : LED Semita Urban
Equipment : 1 x 6w LED 6 W / 784 lm
Dimensions : L 265 mm x W 46 mm x H 1 mm
File name : rlx_20200928111347.ldt

Efficiency factor : 99.9%
Luminaire efficacy : 130.54 lm/W (A20)
Light distribution
Beam Angle

: asymmetric
: -- C0
  -- C90
  -- C180
  -- C270
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Luminous Intensity

SEMUFL15D 
Luminaire Performance
Light Output Ratio: 100%

Luminaire Efficacy: 146.55 lm/W

Light Distribution: A30 ↓100%  ↑0%

CIE Flux Codes: 35 78 98 100 100

UGR 4H 8H
(20%, 50%, 70%) C0 / C90: 36.5 / 28.6

C0 / C180 cd / 100lm c90 / c270

0o
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30o30o

1.1 Kingfisher Lighting Ltd, LED Semita Urban... (11,1w LED Semita Urba...)
1.1.2 LDC

Object
Installation
Project number
Date

:  Football Ground - 100mtr x 65mtr
:  Sports/ Highmast - Football
:  N/a
:  17.09.2020

-please put your own address here-
Page 2/12SEMU Polar Curves 17-09-2020.rdf
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Manufacturer : Kingfisher Lighting Ltd
Order number : 11,1w LED Semita Urban bulkhead with flood optic
Luminaire name : LED Semita Urban
Equipment : 1 x 11.1w LED 11 W / 1612 lm
Dimensions : L 265 mm x W 46 mm x H 1 mm
File name : rlx_20200917192044.ldt

Efficiency factor : 100%
Luminaire efficacy : 146.55 lm/W (A30)
Light distribution
Beam Angle

: asymmetric
: 58.0° C0
  -- C90
  -- C180
  -- C270

1.2 Kingfisher Lighting Ltd, LED Semita Urban... (11,1w LED Semita Urba...)
1.2.2 LDC

Object
Installation
Project number
Date

:  Football Ground - 100mtr x 65mtr
:  Sports/ Highmast - Football
:  N/a
:  17.09.2020
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C0 / C180 C90 / C270

Manufacturer : Kingfisher Lighting Ltd
Order number : 11,1w LED Semita Urban bulkhead with cycle optic
Luminaire name : LED Semita Urban
Equipment : 1 x 11.1w LED 11 W / 1571 lm
Dimensions : L 265 mm x W 46 mm x H 1 mm
File name : rlx_20200917192057.ldt

Efficiency factor : 100%
Luminaire efficacy : 142.82 lm/W (A30)
Light distribution
Beam Angle

: asymmetric
: -- C0
  77.9° C90
  -- C180
  77.9° C270
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Luminaire Performance
Light Output Ratio: 100%

Luminaire Efficacy: 142.82 lm/W

Light Distribution: A30 ↓100%  ↑0%
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1.2 Kingfisher Lighting Ltd, LED Semita Urban... (11,1w LED Semita Urba...)
1.2.2 LDC

Object
Installation
Project number
Date

:  Football Ground - 100mtr x 65mtr
:  Sports/ Highmast - Football
:  N/a
:  17.09.2020

-please put your own address here-
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C0 / C180 C90 / C270

Manufacturer : Kingfisher Lighting Ltd
Order number : 11,1w LED Semita Urban bulkhead with cycle optic
Luminaire name : LED Semita Urban
Equipment : 1 x 11.1w LED 11 W / 1571 lm
Dimensions : L 265 mm x W 46 mm x H 1 mm
File name : rlx_20200917192057.ldt

Efficiency factor : 100%
Luminaire efficacy : 142.82 lm/W (A30)
Light distribution
Beam Angle

: asymmetric
: -- C0
  77.9° C90
  -- C180
  77.9° C270

1.3 Kingfisher Lighting Ltd, LED Semita Urban... (11,1w LED Semita Urba...)
1.3.2 LDC

Object
Installation
Project number
Date

:  Football Ground - 100mtr x 65mtr
:  Sports/ Highmast - Football
:  N/a
:  17.09.2020

-please put your own address here-
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Manufacturer : Kingfisher Lighting Ltd
Order number : 11,1w LED Semita Urban bulkhead with street optic
Luminaire name : LED Semita Urban
Equipment : 1 x 11.1w LED 11 W / 1497 lm
Dimensions : L 265 mm x W 46 mm x H 1 mm
File name : rlx_20200917192106.ldt

Efficiency factor : 100%
Luminaire efficacy : 136.09 lm/W (A30)
Light distribution
Beam Angle

: asymmetric
: -- C0
  -- C90
  -- C180
  -- C270
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