
Technical Data
Euro Module 16A Key Card Switch

Brief product description:

Quick and easy to install, the Euro 
Module range provides flexibility for the 
end user to create a configuration that 
is customised for their need. 

Features:

• Euro Module design, clips in to front plates

• Power active when key card inserted

• Load Rating - 1800W for resistive, 800W for inductive

• 30 second power-off delay

• Locator LED

• Backed out captive terminal screws
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Technical Specifications

Standards
Load Rating
Power Off Delay
Module Dimensions
RoHS Directive
WEEE Directive
Mounting Box Depth (Min)

BS EN 60669-2-1
1800W for resistive, 800W for inductive
30 seconds
50mm x 50mm
Yes
Yes
47mm

Weights & Dimensions

Cat No. Description Dimensions (H x W x D) cm

13.0 x 12.0 x 4.95.2 x 7.0 x 4.7 27.1 x 25.3 x 42.38.2 x 11.8 x 25.7

Packed 
Product

Unpacked 
Product

Inner Box Outer Box

Weight (kg)

0.0880.086 0.94 9.74

Packed 
Product

Each Inner 
Box

Outer 
Box

CBM (m3)

0.02900

Outer Box

KEYCARD MODULEEMKYCS*

Visit our website at

Stafford Park 1 Telford TF3 3BD ENGLAND03300 249 279 Luceco PLC
Supplied byBritish General Helpline

www.bgelectrical.uk

Packaging Information

Cat No. Description
Product Each IndividualInner 

Box
Inner 
Box

Inner BoxOuter 
Box

Outer 
Box

Outer Box

Packaging Type Pack Quantity Barcode

EMKYCSB

EMKYCSG

EMKYCSW

KEY CARD MOD - BLACK

KEY CARD MOD - GREY

KEY CARD MOD - WHITE

Printed bag

Printed bag

Printed bag

1

1

1

5050765030328

5050765030335

5050765030311

5050765030380

5050765030397

5050765030373

Printed Carton

Printed Carton

Printed Carton

10

10

10

100

100

100

5050765030359

5050765030366

5050765030342

Printed Carton

Printed Carton

Printed Carton

52

70 47


