
Technical Data
45 Amp Double Pole Switch

Brief product description:

The BG Nexus Metal range has a sleek 
and slim profile with softly rounded 
edges that portrays a premium look, 
and is available in a wide range of 
finishes to cater for all tastes. 

Features:

• Sleek and slim profile with softly rounded edges

• Easy to install, supplied with fixing screws and installation 
instructions 

• Flush LED power indicator

• Colour coded terminals with backed out screws for fast 
installation

• Double pole for peace of mind and safer installation

• Twin earth for high integrity circuits

• Fixed integrated plastic gasket to protect metal edges from 
moisture

• Colour matched fixing screws
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45 Amp Double Pole Switch

Visit our website at

Stafford Park 1 Telford TF3 3BD ENGLAND03300 249 279 Luceco PLC
Supplied byBritish General Helpline

www.bgelectrical.uk

Weights & Dimensions

Cat No. Description Dimensions (H x W x D) cm

15.3 x 12.0 x 3.3

15.3 x 18.0 x 3.3

8.6 x 8.6 x 3.0

8.6 x 14.7 x 3.0

12.7 x 11.7 x 20.7

18.8 x 10.9 x 20.5

22.6 x 26.3 x 60.8

22.6 x 38.8 x 56.8
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Packaging Information

Cat No. Description
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Packaging Type Pack Quantity Barcode
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Colour Reference:

AB = Antique Brass, BS = Brushed Steel, BN = Black Nickel, FB = Matt Black, PC = Polished Chrome
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Technical Specifications

Standard(s)
Rating
Switch Type
Terminal Capacity
RoHS Directive
WEEE Directive
Mounting Box Depth (Min)
Fixing Centres

BS EN 60669-1
45 Amp 250V AC
Double pole
4 x 4.0mm² 3 x 6.0mm² 1 x 16.0mm²
Yes
Yes
47mm
60.3mm (Nxx74 products)
120.6mm vertical (Nxx72 products)
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