NESANS
Crusher Selection Chart

Stage Primary Secondary Tertiary
FeedSizemm |0\ 700-750  500-600  250-300 200 - 250 175-200  120-150  80-100 50- 55 40-50 30- 40 20-30 10-20
(inch) | it (28"-30")  (20°-24")  (10°-12") & -10") (7"-8") -6 (32-4)  (2-2.2) (15-2)  (1.2°-15) (34-12)  (0.4°-3/4)
Crusher Type | ™m (inch) Crusher Model No (Capacity in mtph)
Jaw 200(8")  CH736 (200)
Jaw 150 (6") CH504 (100)
100 (4%)
80 (3.5")
60 (2.57)
Cone, HSI 50 (27) CE52638 (200) £6250 (200)
CG250 (200)
Jaw, Cone, HSI |40 (15") CE52528 (150) CG150 (100)
CH192 (50)
, CE3036S (75)
30 (1.2") CE42308 (100) | CET2108 (50
Jaw,Cone |20 (3/4") e ?5[03}
Cone 12 (1/2) CG250F (200)
CE5252T (150) CG150F (100)
Sl 6(1/4) CE5263T (200) CE4230T (100) CES036T(75)
CF500 (50)
Cone, HSI, VSI, |- 4 mm CF2000 (200) CF1000(100) CI456 (25)
Roller (1/6" CF3000(300)  CF2500 (250) (9907 (50) gﬁ;ﬂﬂé)({_:{f{g] C17550 (50)

www.thenesans.com | +91 9578 799 755 | info@thenesans.com




