
Diamond Wheels Grind Angle onto 
Finished Carbide Blade

Having ONLY a Carbide Edge Allows 
Rest of Blade to Remain Flexible 

Tungsten Carbide Powder Deposited 
Through a High Powered Laser to the 
Blade Edge

High Speed In-line Application Creates 
Durable and Long Lasting Edge

• Blade stays sharper 10X* longer
•  Steel body allows flexibility to help 

to prevent breaking
•  Laser deposited carbide lines edge 

delivering a long lasting blade for 
the job site
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*Blade stays sharper 10X longer than traditional competitive blades.

10x

RS Description

7769734 0-11-800U Tungsten Carbide™ Blades 5 Pack

7769725 2-11-800U Tungsten Carbide™ Blades 10 Pack

7769721 8-11-800U Tungsten Carbide™ Blades 50 Pack

   ...THE BEST BLADE 
I’VE EVER USED!   

John, Drywaller

   THE BLADES WOULDN’T 
STOP CUTTING! WHAT DID YOU 
DO TO THESE BLADES?   

Carl, Carpenter

   LOOKS LIKE A 
WINNER! THESE BLADES 
LAST AND LAST!   

Brian, Carpenter

A BLADE THAT LETS YOU WORK LONGER

SPEND LESS TIME 
CHANGING BLADES

*Than conventional blades

TUNGSTEN CARBIDE™ 
BLADES


