
3MP H.265Bullet Wi-FiCamera

Bullet3 3MPdelivers3MP live monitoring with a choice of 2.8mm/3.6mm lensoption, it supportsfour night
visionmodesfor clear-asday clarity even in pitch dark. With IP67certified, the camera can be used outdoors
under different weather conditions. With built-in spotlight and 110dB security siren,Bullet3 3MPactively keeps
unwelcome visitorsaway from what you care about. Bullet3 3MP support self-developed algorithm (IMOUSENSE),
which makeshuman and vehicle detection more accurate.

Stayclose with what you care
WithCloud service,you willhave accessto what you care aslong asInternet
isavailable.You can record dailyormotion videoson Cloud and play back
anytime anywhere.

http://www.imoulife.com

Bullet 3 3MP

Seemore than 1080P
3MPH.265Video

IEEE802.11b/g/n/ax(2.4 GHz)
support Wi-Fi6

Wi-FiConnection

Weatherproof from dust and water

IP67
Support four-mode night visionfor
clear-asday clarity even in pitch dark

Smart Color Night Vision

SupportsNVR, Cloud Storage or Micro
SDcard (up to 256GB)

Diversified Storage

Quickly find human targetsin you
home

Human Detection

Two-way Talk
Real-timecommunicate with people
at the camera

Vehicle Detection
Accurate identification of vehicle
presence

Supportstwo typesof power supply

12VDC/PoEPower Supply



What’ s in the box

Camera

3 MP(2304*1296)
Night Vision: 30m(98ft) Distance

2.8mm/3.6mm Fixed Lens

Video & Audio

Notice Management

Video Compression : H.265/H.264
Up to 25/30 fpsFrame Rate
8x Digital Zoom
Built-inMic & Speaker, 110dBSiren

Motion Detection
Vehicle Detection

- 1xCamera
- 1xQuick StartGuide

- 1xScrewPackage
- 1xInstallation PositionMap

Network

Wi-Fi:IEEE802.11b/g/n/ax,Dual Antenna

ONVIF

Auxiliary Interface
Micro SDCard Slot (up to 256GB)
Reset Button

General
DC 12V1APower Supply
Power Consumption:<12 W

Working Environment:-30° C~+50° C, LessThan 95%RH
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1 x 100MbpsEthernet Port

Imou App: iOS,Android

IP67

- 1xPowerAdapter

Material: Plasticand metal

HumanDetection

1/2.8” 3 Megapixel ProgressiveCMOS

Field of View: 2.8mm：104° (H), 55° (V), 124° (D)

- 1xWaterproof Connector

3.6mm: 88° (H), 44° (V), 105° (D)

Dimensions:147.7× 74.2× 75.6mm (5.8× 2.9× 3.0 inch)
Weight: 290g (0.64 lb)
CE

Specifications

Built-inSpotlight

Configurable Region


