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Switch Dimmer Zigbee

Variant

Switch Dimmer Zigbee

Wireless switch Zigbee +  
Box Dimmer Zigbee

98427010

Additional switch

Wireless switch Zigbee

Wireless switch Zigbee 98426061

Wireless switch Zigbee

• RGB+CCT+DIM Zigbee remote controller based 
on Zigbee 3.0

• Supports 1 group for binding max. 30 lighting 
devices

• Supports Touchlink to pair to a lighting device 
directly

• Long battery life mesh technology

• Transmission range up to 30 m

• Enables to bind and control Box Dimmer / Relay, 
RGBW and RGB+CCT Zigbee lighting devices

• Wireless switch Zigbee is attached to the base 
by magnetism. It can therefore easily and quickly 
be dismantled and used as a port able remote 
control

• This device contains a button lithium battery that 
shall be stored and disposed properly

Box Dimmer Zigbee

• Input and output with screw terminals, safe and 
reliable

• Trailing edge dimming: LED 0-200W / Halogen 
0-400W

• Can directly pair to a compatible Zigbee Gateway

• Can be controlled by universal 8-230V input 
single wire push switch

• Mini size, easy to be installed into a standard 86 x 
86 mm wall box

• Radio Frequency: 2.4GHz

• Memory function for dimming

RoHS

100-240
VAC

0-200W 
LED RoHSTE



3

Box Dimmer Zigbee

Variant

Box Dimmer Zigbee 98425031 • Input and output with screw terminals, safe and 
reliable

• Trailing edge dimming: LED 0-200W / Halogen 
0-400W

• Can directly pair to a compatible Zigbee Gateway

• Can be controlled by universal 8-230V input 
single wire push switch

• Mini size, easy to be installed into a standard 86 x 
86 mm wall box

• Radio Frequency: 2.4GHz

• Memory function for dimming

100-240
VAC

0-200W 
LED RoHSTE
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Variant

Box Dimmer Dali 98415031• DALI Trailing edge dimming: LED 0-200W / 
Halogen 0-400W

• 1 Dali address to control 1 Channel Output,  
up to 400W

• Input and Output with Screw Terminals, safe and 
reliable

• Innovative minimum brightness setting function

• Can be controlled by universal 8-230V input 
single wire push switch

• Complies to Dali standards IEC 62386-102, IEC 
62386-207

• Compatible with universal Dali systems and 
master controllers in the market

• Mini size, easy to be installed into a standard 86 x 
86 mm wall box

100-240
VAC

0-200W 
LED

RoHS

TE

Box Dimmer Dali
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Variant

Box Dimmer Triac 98445031 • Trailing edge dimmer: LED 0-200W / Halogen 
0-400W

• Input and Output with screw terminals, safe and 
reliable

• Enables to set and delete a minimum dimming 
level

• Can be controlled by universal 8-230V input 
single wire push switch

• Mini size, easy to be installed into a standard 86 x 
86 mm wall box

• Memory function for dimming

100-240
VAC

0-200W 
LED

RoHS

TE

Box Dimmer Triac
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Box relay Zigbee

Variant

Box Relay Zigbee 98423051• Zigbee relay is based on latest Zigbee 3.0 
protocol

• On/Off Relay: LED 0-200W /  
Halogen 0-400W

• Input and Output with screw terminals, safe and 
reliable

• Enables to control ON/OFF of connected load

• Compatible with universal Zigbee gateway 
products

• Can be controlled by universal 8-230V input 
single wire push switch

• Radio Frequency: 2.4GHz

• Mini size, easy to be installed into a standard 86 x 
86 mm wall box

100-240
VAC On/Off RoHS
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Box relay Dali

Variant

Box relay Dali 98413051 • Dali relay module 300W LED / 1000W 
Conventional incandescent and halogen light 
sources

• Dali bus powered, no extra power supply 
required

• 1 Dalli address can be assigned by Dali master 
controller

• Compact relay module on / off for standard loads 
via Dali

• Loads that do not have a Dali input can therefore 
be integrated in the Dali circuit 

• The loads can be switched on and off via Dali

• Compatible with universal Dali systems and 
master controllers in the market

• Mini size, easy to be installed into a standard 86 x 
86 mm wall box

100-240
VAC

0- 
1000W RoHS
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Wij zijn DecaLED.com

Kazernestraat 19
5928 NL Venlo

Telefoon : 077 320 43 55

E-mail  : info@decaled.com
Webshop : www.decaled.com

KvK  : 12032346
BTW  : NL 80.34.51.714 B01
IBAN  : NL35INGB0683377388

Uitsluitend zakelijke verkoop (B2B)
De professionele LED verlichting van DecaLED® wordt uitsluitend 
zakelijk verkocht (business to business / B2B). Het merk is primair 
gericht op de elektrotechnisch installateur. Wanneer u producten 
van DecaLED wilt afnemen, neemt u contact op via de website 
DecaLED.com.

Ondersteuning bij uw verlichtingsprojecten?
De medewerkers van DecaLED® kunnen u tevens ondersteuning 
geven in uw verlichtingsproject, bijvoorbeeld met een productadvies, 
lichtberekening, besparingscalculatie of (3D) visualisatie in Relux.

Bestelt u voor 12:00u? Dan worden onze producten, 
indien op voorraad, de volgende werkdag geleverd.



© Copyright 2020 by DecaLED.com


