
B2.40 Order number of pieces required, in multiples of Standard Package Quantity.
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Part Number

Max. Bundle 
Diameter

Height 
A

Width 
B

Max. Panel 
Thickness

Panel Hole 
Diameter

Color
Mounting 
Method

Std. 
Pkg. 
Qty. 

Std. 
Ctn. 
Qty.In. mm In. mm In. mm In. mm In. mm

VWS3750-C 0.38 x 0.50 9.7 x 12.7 0.90 22.9 0.25 6.4 0.08 2.0 0.19 4.7
Natural Push Barb 100 500

VWS3775-C 0.38 x 0.75 9.7 x 19.1 1.17 29.7 0.25 6.4 0.08 2.0 0.19 4.7

VWS50100-C 0.50 x 1.00 12.7 x 25.4 1.47 37.3 0.25 6.4 0.08 2.0 0.19 4.7 Natural Push Barb 100 1000

HWS2819-C 0.19 x 0.28 5.0 x 7.1 0.42 10.7 0.44 11.2 0.08 2.0 0.19 4.7 Natural Push Barb 100 500

 Wire Saddles

 Funnel entry design for fast insertion of wires and cables

 Available in vertical and horizontal loading configurations

 Design of wing provides added stability

 Material: Nylon 6.6

 For indoor use only

  Use to secure and route all standard sizes of solid wall or 
slit corrugated loom tubing

  Ribs prevent lateral movement of corrugated loom tubing 
along the mount

  Rugged clip prevents accidental disassembly of tubing 
due to shock or vibration

Corrugated Tubing Holder with Push Mount

Part Number

Nominal 
Diameter 

A Max. Panel Thickness
Panel Hole 
Diameter Std. 

Pkg. 
Qty. 

Std. 
Ctn. 
Qty.In. mm In. mm In. mm

CTH19U04-C30 0.19 5 0.125 3.2 0.386 9.8 100 —

CTH35U08-C30 0.35 9 0.125 3.2 0.386 9.8 100 500

CTH38U10-C30 0.38 10 0.125 3.2 0.386 9.8

100 —
CTH50U13-C30 0.50 13 0.125 3.2 0.386 9.8

CTH62U17-C30 0.62 17 0.125 3.2 0.386 9.8

CTH87U22-C30 0.87 22 0.125 3.2 0.386 9.8


