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Fray Resistant Braided Expandable Sleeving
• Fray-resistant design resists fraying when cut with scissors

• Provides continuous abrasion protection resistance for wires,
cables, and tubing

• For indoor use only

• Rated for use up to 257°F (125°C)

• Material: Polyethylene Terephthalate

‡Reel packaging may contain splices. Contact Panduit Customer Service for further information.

Part Number Color

Nominal
I.D.

Nominal
Diameter Range

Length
Per Reel‡

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.In. mm In. mm Ft. m

SE12PSC-TR0 Black 0.12 3.2 0.13 – 0.25 3.2 – 6.4 200 61.0 1 4

SE25PSC-TR0 Black 0.25 6.4 0.16 – 0.44 4.0 – 11.1 200 61.0 1 4

SE38PSC-TR0 Black 0.38 9.5 0.19 – 0.63 4.8 – 15.9 200 61.0 1 4

SE50PSC-CR0 Black 0.50 12.7 0.25 – 0.75 6.4 – 19.0 100 30.5 1 4

SE75PSC-CR0 Black 0.75 19.1 0.63 – 1.0 15.9 – 25.4 100 30.5 1 4

SE125PSC-LR0 Black 1.25 31.8 1.0 – 1.5 25.4 – 38.1 50 15.2 1 4

SE150PSC-LR0 Black 1.50 38.1 1.3 – 2.0 31.8 – 50.8 50 15.2 1 4


