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Fiche produit
Caractéristiques

LA9GRFB1
Retrofit Base for TeSys Giga contactor
LC1G115-225

Principales
Gamme TeSys
Gamme de produits TeSys G
Nom de l'appareil LA9G
Type de produit ou
équipement

Platine

Accessoires associés LC1G115...225
LC1G205...245

Application Retrofit installation

Complémentaires
Hauteur 186 mm
Largeur 42 mm
Profondeur 106 mm
Poids du produit 0,53 kg
Quantité du lot Lot de 1

Environnement
Température ambiante de fonctionnement -25…60 °C
Température ambiante de stockage -60…80 °C
Altitude de fonctionnement 3000 m sans

5000 m with derating factor
Degré de pollution 3 conforming to IEC 60947-1

Offer Sustainability
Régulation REACh Déclaration REACh
Directive RoHS UE Conforme Déclaration RoHS UE
Sans mercure Oui
Information sur les exemptions RoHS Oui
Régulation RoHS Chine Déclaration RoHS Pour La Chine

https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=535288106&lang=fr
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=535288106&lang=fr
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=535288106&lang=fr
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=535288106&lang=fr

