
SAP-1-WL External Antenna
SAP-1-WL

Extension du type de produit SAP-1-WL

Code de produit 2CKA006200A0100

EAN 4011395216224

Description courte SAP-1-WL External Antenna

Description longue
Feed the free@home wireless signal to the outside when the internal antenna of the System
Access Point is shielded due to structural conditions. With magnetic base. Cable length: 1.5

m

Informations générales

PRODUCT-DETAILS

Installation
No document neededInstructions et manuels

Technique
No document neededFiche produit, informations

techniques

free@homeProduct Range

MiscellaneousType de montage

0Nombre de batteries

Data Communication / MultimediaApplication Function

© 2023 ABB.  All rights reserved. Subject to change without notice2023/12/10



Environnement
Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019Statut RoHS

2CKA200000E4800Informations RoHS

2CKA309999E9999REACH Declaration

9AKK108468A3363Conflict Minerals
Reporting Template
(CMRT)

Dimensions
235 gPoids net

Commande
6200-0-0100ID du produit remplacé

Certificats et Déclarations (Numéro de document)
2CKA200000E4800Déclaration de Conformité

- CE

Classifications
EC001583 - Accessories/spare parts for bus systemETIM 8

EC001583 - Accessories/spare parts for bus systemETIM 9

5. Small Equipment (No External Dimension More Than 50 cm)Catégorie DEEE

Business To ConsumerWEEE B2C / B2B

8517 79 00CN8

V11.0 : 27143192eClass

Produits basse tension  → Home and Building Automation  → free@home  → System Infrastructure and Interfacing  → Accessories

Catégories

2SAP-1-WL
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