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05-082 BLIZNE LASZCZYNSKIEGO
TEL. (+48)725590651WEIGHT:

SCALE:

0.60 kg/m

PRODUCT CODE:

DESCRIPTION:

SHEET SIZE:            A4

AL-RO

Alu-Round, anodized aluminum LED profile

UNITS:            millimeters

ALU-ROUND 24mm

Premium
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J+3 J+7J+3 J+7
*  *  *
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Instruction for mounting
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ALU-ROUND (with MC-R2 and MC-R3)

INSTALATION OPTION NO.1 (NEAR FLOOR)

Connect power cable

MC-R2

Nr Code Comments Quantity
1 AL-RO 1, 2 or 3[m] 1
2 EC-R3 end cap (not use with MC-R2) 1 per 1 luminaire

3 EC-R4 end cap with cable hole (not use 
with MC-R2) 1 per 1 luminaire

4 MC-R2 closet mounting bracket 2 per 1 luminaire

5 MC-R3 intermediete mounting bracket per 1 meter

6 AB-RO-K/L/MK diffuser 1, 2 or 3[m] 1 
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89811SM  adaptable

CODE

89654

x2 aluminium

CODE  MAX.
89653 25 kg18

,4
 m

m

12,2 mm

24 mm

x2 aluminium

89651 89652

Compatibilités produit : bandeaux LED IP 20 et IP 44 (p. 578)

Matériaux : aluminium anodisé, diffuseur opale polycarbonate, embout de finition 

en aluminium

Finition : aluminium anodisé

Installations : mur, plafond et meuble, via supports de fixation

VOTRE PROJET
SUR-MESURE

p. 316 - 317

VOTRE GUIDE
INSTALLATION

Cahier 3 p. 790 - 796

Dimensions

*  J+3  J+7 voir conditions, prix et délais pages 20-21. 
 

PROFILS ALUMINIUM

DIFFUSEUR

Accessoires

EMBOUTS FINITION

CODE

89651 sans passage de câble

89652 avec passage de câble

FIXATIONS SUSPENDUES

FIXATIONS LATÉRALES

Angle avec diffuseur opale


