
THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.
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NOTES:
 1. VISIT OUR ON-LINE CATALOG AT
    WWW.PANDUIT.COM FOR A LIST OF
    CURRENT PARTS APPLICABLE FOR
    USE WITH THIS PRODUCT.
 2. PRIMARY DIMENSIONS ARE IN
    MILLIMETERS.
 3. PARTS SUPPLIED:
    (1) SET OF 800mm EQUIPMENT RAILS
    (6) M8 E-RAIL MOUNT NUT (NOT SHOWN)
    (6) M8 x 16mm HEX HEAD FLANGE SCREW
        (NOT SHOWN)
    (1) INSTALLATION INSTRUCTIONS
        (NOT SHOWN)
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REV DATE BY CHK APR DESCRIPTION ECN

TITLE

FLEXFUSION STANDARD EQUIPMENT RAIL, 800mm
(XG-RKS8**B & XG-RKS8**W)

CUSTOMER DRAWING
ITEM REVISION NAME

00460EIE/00
DATASET FILE NAME

00460EIE_DC/00A
MATERIAL:

N/A

DRAWING NUMBER:
THIRD ANGLE
PROJECTION 00460EIE_DC

DRAWN BY DATE CHK SCALE SIZE

MEX-
JAGC 2/17/21 EWSA NONE SHT 1 OF 1 A

PANDUIT
PART NO. DESCRIPTION DIM "A" WEIGHT

XG-RKS842* FLEXFUSION STANDARD
EQUIPMENT RAIL 800 X 42RU

1879
[74.0]

12.3 Kg/EACH
27.1 LBS/EACH

XG-RKS845* FLEXFUSION STANDARD
EQUIPMENT RAIL 800 X 45RU

2012
[79.2]

13.2 Kg/EACH
29.1 LBS/EACH

XG-RKS848* FLEXFUSION STANDARD
EQUIPMENT RAIL 800 X 48RU

2145
[84.5]

14.1 Kg/EACH
31.1 LBS/EACH

XG-RKS851* FLEXFUSION STANDARD
EQUIPMENT RAIL 800 X 51RU

2279
[89.7]

14.9 Kg/EACH
32.8 LBS/EACH

* DENOTES COLOR
  ADD SUFFIX "B" FOR BLACK AND "W" FOR WHITE.

DETAIL A
SCALE 1:2

FOR FINGER
MOUNTING

SEE DETAIL A
800mm
EQUIPMENT
RAILS

151

5.9
60

2.4

DIM "A"

4X FOR ALL SIZES
451mm X 45mm [17.8] X [1.8]
PASS THRU OPENINGS


