
Data sheet / Fiche produit Ref: CEH9028

BATTERY CHARGER FOR AA/AAA/9V NiMH
CHARGEUR PILES POUR AA/AAA/9V NiMH

MAIN INFORMATION / INFORMATIONS GÉNÉRALES

TECHNICAL INFORMATION / INFORMATIONS TECHNIQUES

BRAND MARQUE NX

DIMENSIONS DIMENSIONS 

• Length / Longueur  99.8mm

• Width / Largeur  67mm 

• Height / Hauteur  69.5mm 

WEIGHT  POIDS  81g

INPUT VOLTAGE TENSION D'ENTRÉE AC 100V~240V 50/60Hz      

   Euro plug/prise Europe

OUTPUT VOLTAGE TENSION DE SORTIE AA/AAA  2.4V 1000mA x 2

   9V 80MAX2

TYPES OF BATTERIES TYPES DE BATTERIES AA, AAA (X4), 9V (X2)

OUTLINE SAFETY WARNING: USE ONLY   WITH IN THE  ALLOWED PARAMETERS. Do not  short  circuit  or  over-load  the  battery. Charge  only  using  an  approved  charger  designed  specifically  to charge  this battery. Do not  heat  above  maximum  temperatures  
indicated. Never  crush, mutilate,  puncture  or  abuse the battery. Do not dismantle the pack or disable any of the protective devices or circuits. DO NOT USE THE BATTERY IF YOU SUSPECT IT MAY BE FAULTY OR DAMAGED.
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UK:  Charger for charging 4 AAA batteries or 4 AA batteries or 2 9V batteries

2 charging channels

1 to 4 AAA / AA and 1 to 2 9V

Input: AC 100V ~ 240V 50 / 60Hz

Europe plug

Output: AA / AAA 2.4V 1000mA x 2

9V 80mAx2

Constant current and voltage

Microprocessor

Rechargeable batteries not included

FR:  Chargeur permettant de charger 4 accus AAA ou 4 accus AA ou 2 accus 9V

2 canaux de charge

1 à 4 AAA/ AA et 1 à 2 9V

Entrée: AC 100V~240V 50/60Hz

Prise Europe

Sortie: AA/AAA  2.4V 1000mA x 2

9V 80mAx2

Courant et tension constants

Microprocesseur

Piles rechargeables non incluses
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