
NOTES:
 1. AVAILABLE LENGTHS INCLUDE 1 METER, 2 METERS,
    3 METERS, 5 METERS, AND 10 METERS FOR ALL
    OTHER LENGTHS, CONTACT PANDUIT.
 2. CONTACT PANDUIT FOR PERFORMANCE REQUIREMENTS.
 3. MEETS THE REQUIRMENTS OF TIA-568-3.D.
 4. ASSEMBLIES SHIPPED WITH DUST CAPS INSTALLED. 
 5. ALL MATERIALS AND COMPONENTS USED MEET THE
    MATERIAL RESTRICTIONS OF RoHS, (EUROPEAN
    DIRECTIVE 2011/65/EC ON THE RESTRICTION OF
    HAZARDOUS SUBSTANCES) AS PROPOSED BY THE
    RoHS TECHNICAL ADAPTATION COMMITTEE.

THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.
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TITLE

FIBER OPTIC 900um BUFFERED PIGTAIL

CUSTOMER DRAWING
ITEM REVISION NAME

DATASET FILE NAME

MATERIAL:
UNLESS OTHERWISE SPECIFIED,

DIMENSIONAL TOLERANCES ARE: IN [mm]

.X .XXX .010 [0.3]
.XX .03 [0.8] ANGLES 

DRAWING NUMBER:
THIRD ANGLE
PROJECTION M02779DT-DC

DRAWN BY DATE CHK SCALE SIZE

SAT 05-19-14 WMA NONE SHT 1 OF 2 A

00B 1/27/22 JSP JGD ANJA A. ADDED OM5. M02779DT-DC

00 05-28-14 SAT WMA RWB RELEASED TO PRODUCTION M02779DT-DC

REV DATE BY CHK APR DESCRIPTION ECN

SC CONNECTOR
WITH 900um BOOT

LC CONNECTOR
WITH 900um BOOT

PANDUITS C



M02779DT/00

M02779DT_DC/00B

SEE PAGE SHEET 1 FOR REVISION

REV DATE BY CHK APR DESCRIPTION ECN

TITLE

FIBER OPTIC 900um BUFFERED PIGTAIL

CUSTOMER DRAWING
ITEM REVISION NAME

DATASET FILE NAME

MATERIAL:
UNLESS OTHERWISE SPECIFIED,

DIMENSIONAL TOLERANCES ARE: IN [mm]

.X .XXX .010 [0.3]
.XX .03 [0.8] ANGLES 

DRAWING NUMBER:
THIRD ANGLE
PROJECTION M02779DT-DC

DRAWN BY DATE CHK SCALE SIZE

SAT 05-19-14 WMA NONE SHT 2 OF 2 A

S - STANDARD PERFORMANCE
    (SEE NOTE 2)
O - OPTIMIZED PERFORMANCE
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CONNECTORS

3 6 7 8

F

PERFORMANCE

154

1 - LC
3 - SC
A - SC/APC
B - LC/APC

2

1

LENGTH IN UOM

1211109

NN

6 - 62.5/125 OM1
9 - SM OS2
X - 50/125 OM3
Z - 50/125 OM4
S - 50/125 OM4+
W - 50/125 OM5

N
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FIBER TYPE

UNIT OF MEASURE (UOM)

F - FEET
M - METERS
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